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CEKOL C- 35
Cement-polymer
white render

• for interior and exterior use
• for rooms with high humidity: garage, bathroom
• for smooth facade surfaces

KITCHEN BATHROOM ELEVATION

INTENDED APPLICATION

CEKOL C-35 is a high-quality compound for
smoothening, levelling off and improving the surface of
external building walls (façades).
It can be applied also in rooms, particularly those with
high humidity levels (e.g. bathrooms, saunas, cool
storage rooms).CEKOL C-35 enables achieving smooth
surfaces. It is suitable for both manual and machine
application.

SUBSTRATE PREPARATION
The render adheres excellently to concrete, bricks,
aerated concrete, expanded clay blocks, gypsum
boards and blocks. The substrate should be clean,
compact, capable of carrying load and free of grease.
Paint residues, loose grains of sand or plaster, as well
as all layers that are not permanently attached to the
surface must be removed. Absorptive substrates need
to be primed with CEKOL DL-80. Before applying the
render on an ETICS reinforcement layer, prime the
substrate with CEKOL GB-87.
PROPERTIES
CEKOL C-35 is a water- and frost-resistant mortar. It is
a dry mixture of high-quality white cement, white
mineral fillers and modifiers that ensure excellent
workability and adhesion to mineral substrates (e.g.
concrete, bricks, aerated concrete, etc.).CEKOL C-35
does not contain any toxic substances or ingredients
that would turn yellow when exposed to light or
weather conditions. It is an excellent undercoat for
emulsion, acrylic, silicate, silicone and mineral paints.
Its white colour decreases the number of paint coats
required for achieving full colour effect. CEKOL C-35 is
recommended as the render layer in ETICSs.
APPLICATION
Pour the bag contents into a properly measured
amount of water and stir gently. Use ca. 0.4 litres of
water per 1 kg of dry powder. Wait for ca. 3 minutes
and stir the mixture thoroughly again until you obtain
uniform mass. Apply the mortar on the substrate with
clean stainless steel or plastic tools. Finishing touches
on the surface are possible after the mass initially sets
and dries. Apply layers not thicker than 5 mm. The
surface may be painted after it sets and dries entirely.
A fresh render layer should be protected against
excessive drying.
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CEKOL C- 35 Cement-polymer
white render

TECHNICAL DATA

Meets the requirements of: EN 998-1 OC CSII W2

Mixture proportions: ca. 0.4 l of water per 1 kg of dry powder

Working time: 3 to 4 hours, depending on temperature

Consumption: ca. 1.5 kg/m2/mm

Layer thickness: 1 to 5 mm

Application temperature: +5 °C to +25 °C

Compressive strength: ≥4 N/mm2

Water absorption: c ≤ 0.20 kg/( m2 *min0.5)

Reaction to fire: A1

The product has: Hygiene certificate

5 kg packaging 5906474350052

20 kg packaging 5906474350205
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CEKOL C-45 GOLD
Extra white plaster skim

• Layer thickness 1-10 mm
• Based on natural gypsum
• Smooth or decorative finish

START+FINISZ

APPLICATION AND PROPERTIES:

· CEKOL C-45 is used for smoothing, levelling and
finishing interior walls and ceilings of buildings.
· The plaster finishing can be applied as smooth or it
can be used to obtain all sorts of decorative shapes
and textures.
· The white plaster finishing can be used only in dry
rooms, on substrates made of gypsum plasters, cement
and lime plasters, bricks, concrete, aerated concrete or
plasterboards.

· When it is dry, all paint types can be applied on it.
· Does not yellow when exposed to sunlight.
· The product can be applied manually or
mechanically with suitable machines and tools.
· CEKOL C-45 is a compound of natural white gypsum,
white mineral fillers and modifiers.

INSTRUCTION FOR USE

PREPARATION OF THE SUBSTRATE
Using a spatula, remove the remains of emulsion and
oil paints, and loose grains of sand. The substrate
should be clean, tight and free of grease.
PRIMING
Highly absorbent substrates should be primed with a
deep penetrating primer CEKOL DL-80.
PREPARATION OF THE PLASTER
The mortar should be prepared by pouring 1 kg of
powder to 0.4 l of water and mixing it thoroughly.
APPLICATION
The product should be applied to the surface using
tools made of stainless steel or plastic. The mortar
should be used within 60 minutes. Layer thickness:
1-10 mm. Capacity: approx. 1.5 kg/m2/mm. Working
temperature: +5 ÷ +25°C
FURTHER WORK
After the initial hardening, it is possible to make
adjustments using a sanding screen or sandpaper.
Painting or wallpapering can be started when the
surface is fully dry.
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CEKOL C-45 GOLD Extra white plaster skim

Meets requirements EN 13279-1 B2/20/2 Gypsum plaster

Proportions of the mixture 0.40 l of water for 1 kg of dry powder

The mortar should be used within 60 minutes

Capacity: approx. 1.5 kg/m²/mm

Layer thickness 1-10 mm

Working temperature +5 ÷ +25°C

Beginning of bonding ≥60 min

Flexural strength ≥2 N/mm2

Compression strength ≥4 N/mm2

Adhesion to substrate ≥0.5 N/mm2

Reaction to fire A1

The product has a hygienic approval
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CEKOL C-45 FINISZ
Polymer-based plaster skim

• Snow white
• Perfectly smooth
• Easy to sand
• Layer thickness up to 3 mm

APPLICATION AND PROPERTIES

· CEKOL C-45 Finisz is used for final surface
smoothing prior to painting, and for obtaining
decorative surfaces.
· In the drywall systems, the plaster is used as a
finishing mortar.
· It can be easily ground and leaves a perfectly
smooth, white and easy-to-paint surface.
· After drying, the finishing can be painted with all
types of paints.
· Does not turn yellow when exposed to sunlight.
· Exclusively for indoor use, in dry rooms, both on
mineral substrates such as bricks, concrete, plaster,
well cured cement plaster, cement-lime plaster,
plasterboard, as well as acrylic paint coats
characterised by an adequate adhesion to the
substrate.
· Mixing 20 kg of dry powder with water gives 28 kg
of a finished plaster which can be used within two
weeks provided that it is stored in a sealed container.
· CEKOL C-45 Finisz is recommended for mechanical
application with suitable machines and tools.
· CEKOL C-45 Finisz is a mortar based on top-quality
white raw materials, binders and modifiers

INSTRUCTION FOR USE

PREPARATION OF THE SUBSTRATE
The substrate should be clean, tight, free of grease. Oil
paints, glue colours and loose grains of sand must be
removed.
PRIMING
Highly absorbent substrates should be primed with a
deep penetrating primer CEKOL DL-80.
PREPARATION OF THE MORTAR
The mortar should be prepared by pouring 1 kg of
powder to about 0.4 litres of water and mixing it
thoroughly. The plaster finishing prepared in such a
way can be used within two weeks provided that it is
stored in a sealed container.
APPLICATION
The product should be applied to the surface using a
smooth stainless steel float. The thickness of applied
layer should be max. 3mm. Usage: approx. 1.5
kg/m2/mm. Working temperature: +5 ÷ +30˚C.
Another layer should be applied after the complete
hardening and drying of the first layer.
FURTHER WORK
After the initial hardening, it is possible to make
adjustments using a sanding screen or sandpaper.
Painting or wallpapering can be started when the
surface is fully dry.
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CEKOL C-45 FINISZ Polymer-based plaster skim

TECHNICAL DATA

Meets requirements EN 15824 Internal plasters based on organic binders

Proportions of the mixture 0.40 l of water for 1 kg of dry powder

Working temperature +5 ÷ +30˚C

Layer thickness: max. 3mm

Capacity: approx. 1.5 kg/m²/mm

Adhesion to base ≥0.3 N/mm²

The product has a hygienic approval

Reaction to fire A1

Storage in the original container, in a dry place
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CEKOL GS-200
Plaster skim

• Plastic
• Easy to sand
• Perfectly smooth
• Layer thickness up to 5 mm

APPLICATION AND PROPERTIES

• CEKOL GS-200 is used for smoothing, levelling and
treating of walls and ceilings.
• It is suitable for all types of mineral substrates
inside buildings.
• CEKOL GS-200 is a mixture of gypsum, mineral
fillers, and modifying agents.

FINISHING COAT

PEPARATION OF THE SUBSTRATE
Using a spatula, remove any residues of emulsion paint
and oil paint, as well as loose sand grains. The
substrate should be clean, compact and free of grease.
PRIMING
Strongly absorbing substrates should be primed with a
deep-penetrating primer CEKOL DL-80.
PREPARATION OF THE MORTAR
Prepare the mortar by pouring 1 kg of the powder into
approx. 0.4 litre of water and thoroughly mixing.
APPLICATION
Apply the product to the surface with stainless steel
tools or plastic tools. The mortar should be used within
60 minutes. Layer thickness: 1-5 mm. Coverage: ~ 1.5
kg/m2/mm. Work temperature: +5 ÷ +25 C.
FURTHER WORKS
After initial hardening, surface adjustments can be
made. Before starting painting, the coat needs to be
totally dry. Before painting, the surface should be
thoroughly cleaned of dust and primed.
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CEKOL GS-200 Plaster skim

Meets requirements EN 13279-1:200 Gypsum-based plasterB2/20/2

Proportions of the mixture 0.40 l of water for 1 kg of dry powder

The mortar should be used within 60 minutes

Capacity: approx. 1.5 kg/m²/mm

Layer thickness 1 - 5 mm

Working temperature +5 ÷ +25°C

Beginning of bonding ≥60 min

Flexural strength ≥ 1.5 N/mm²

Compressive strength ≥ 3 N/mm²

Adhesion to substrate ≥ 0.5 N/mm²

Reaction to fire A1

The product has a hygienic approval
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CEKOL GS-250
Dust free plaster skim

• Layer thickness 1-10 mm
• For wet processing
• Provides excellent surface for painting and wallpapering

APPLICATION AND PROPERTIES

• CEKOL GS-250 is a product designed for dust-free
application of the finishing with “wet” treatment on
walls and ceilings inside buildings on all mineral
substrates.
• Wet treatment significantly reduces the amount of
dust during the work carried out.
• The product is also designed for classical treatment
by grinding.
• It is a compound of synthetic gypsum, mineral
fillers and modifiers.

INSTRUCTIONS FOR USE

PREPARATION OF THE SUBSTRATE
Using a spatula, remove the remains of emulsion and
oil paints, and loose grains of sand. The substrate
should be clean, tight and free of grease. Defects of
and roughness should be filled e.g. with Cekol GS-100
gypsum building plaster. The created surface should be
of a uniform thickness for smoothing.
PRIMING
Highly absorbent substrates should be primed with
CEKOL DL-80 deep penetrating primer. Smooth
substrates and substrates with low water absorption, as
well as in the case of wet treatment, should be primed
with CEKOL GB-87 adhesion-increasing preparation.
PREPARATION OF THE MORTAR
Pour the package content into water in a ratio of
approx. 0.45 litre of water for each 1 kg of dry powder
(approx. 9 litres per a 20 kg bag) and mix until a
uniform thick mixture is obtained.
APPLICATION OF THE PLASTER COMPOUND
The product should be applied to the surface, using
tools made of stainless steel, or mechanically with
suitable machines. The mortar should be used within
60 minutes. When applying the plaster with the use of
machines, add water to obtain the proper texture.
Avoid machine downtime longer than 15 minutes. In
the case of wet treatment, after applying the finishing,
wait for the initial hardening (the surface cannot stick
to hands), then remove the slurry with a sponge. When
the surface becomes matt, it can be smoothed with a
façade spatula or a trowel.
FURTHER WORK
After initial hardening, it is possible to make
adjustments on the surface. Painting or wallpapering
can be started when the surface is fully dry. Capacity:
approx. 1.5 kg/m²/mm. Layer thickness 1-10 mm.
Temperature of application and substrate +5 ÷
+25°C.

 CEDAT Sp. z o.o., ul. Budowlanych 19, 80-298 Gdansk | tel. +48 58 768 21 01 | fax:+48 58 768 21 40 | INFOLINIA 0 801 623 565 w godz. 8-18 11/124 



CEKOL GS-250 Dust free plaster skim

Meets requirements 13279-1:2008 B2/20/2 Gypsum plaster

Proportions of the mixture approx. 0.45 litre of water for each 1 kg of dry powder
(approx. 9 litres per a 20 kg bag)

The mortar should be used within 60 minutes

Capacity: approx. 1.5 kg/m²/mm

Layer thickness 1-10 mm

Working temperature +5 ÷ +25°C

Beginning of bonding ≥60 min

Flexural strength ≥2 N/mm²

Compression strength ≥4 N/mm²

Adhesion to substrate ≥0.5 N/mm²

Reaction to fire A1

The product has a hygienic approval
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CEKOL A-45 FINISZ
White plaster skim

• Super white
• Super smooth
• Layer thickness up to 3 mm
• Easy to sand
• Ready for use

APPLICATION AND PROPERTIES:

· CEKOL A-45 Finisz is a ready-to-use plaster
compound based on white acrylic dispersion and top
quality white natural fillers.
· The ready-to-use plaster compound can be used
indoors, in dry rooms, on concrete and plaster
substrates, plasterboard panels, standard seasoned
cement-lime plasters, as well as acrylic paint coats
characterised by high adhesion to the substrate.
· It can be applied as smooth or it can be used to
obtain all sorts of decorative shapes and textures.
· When dry, all paint types can be applied on it.
· Does not yellow when exposed to sunlight.
· The product can be applied manually or
mechanically with suitable machines and tools.

APPLICATION:

PREPARATION OF THE SUBSTRATE
Using a spatula, remove the remains of oil paints, and
loose grains of sand. The substrate should be clean,
tight and free of grease.
PRIMING THE SUBSTRATE.
Highly absorbent substrates should be primed: with a
deep penetrating primer CEKOL DL-80.
PREPARATION OF THE PLASTER
The plaster compound is ready to use. If necessary,
mix the compound until a uniform texture is formed.
APPLICATION OF THE PLASTER COMPOUND
The product should be applied to the surface using
tools made of stainless steel or plastic. The next layer
can be applied after the first one dries. Layer thickness:
up to 3 mm Capacity: ~1.5 kg/m2 per 1 mm of layer
thickness. Drying time: depends on the layer thickness
and the ambient conditions: ~6 hours with a layer
thickness of approx. 1 mm (at approx. 22°C and
relative humidity of 30%). Application and substrate
temperature: +5°C to +30°C.
FURTHER WORKS
After the initial hardening, it is possible to make
adjustments using a sanding screen or sandpaper.
Painting can be started when the surface is fully dry.
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CEKOL A-45 FINISZ White plaster skim

Meets requirements EN 15824 Internal plasters based on organic binders

Working temperature +5°C to +30°C

Layer thickness up to 3 mm

Drying time depends on the layer thickness and the ambient
conditions: ~6 hours with a layer thickness of approx. 1
mm (at approx. 22°C and relative humidity of 30%)

Adhesion to concrete substrates ≥1.1 N/mm²

Reaction to fire A2

The product has a hygienic approval

 CEDAT Sp. z o.o., ul. Budowlanych 19, 80-298 Gdansk | tel. +48 58 768 21 01 | fax:+48 58 768 21 40 | INFOLINIA 0 801 623 565 w godz. 8-18 15/124 



CEKOL B-45 FINISZ
Plaster skim

• Super smooth
• Easy to apply
• Layer thickness up to3 mm
• Ready for use

APPLICATION AND PROPERTIES

• Ready for use finishing coat is designed for
stopping, smoothening and refinement of walls and
ceilings.
• CEKOL B-45 finishing coat can be applied smooth or
formed to produce various decorative shapes and
textures.
• The product can be used solely indoors, in dry
premises, on concrete, gypsum, gypsum and
cardboard, seasoned traditional cement – lime
plasters and acrylic paint coats, featuring high
adhesion to the base.
• When dried it can be painted with all types of
paints.
• The product is suitable for manual and machine
application using adequate units and tools.
• The product is acrylic dispersion based and
contains top-quality natural fillers.

INSTRUCTION FOR USE

PREPARATION OF THE BASE
Using the stopping knife remove the remains of oil
paints and loose grains of sand. The base should be
clean, solid and free from greasiness.
PRIMING
Highly absorbing base should be primed with deep
penetrating primer CEKOL DL-80.
PREPARATION OF THE MORTAR
The finish coat is ready for use. If necessary, stir to
homogenize the consistency.
APPLICATION OF THE PRODUCT
Apply the product using stainless steel or plastic tools.
Apply the next coat when the previous coat is dry.
Layer thickness: up to 3 mm. Efficiency: ~1.5 kg/m2 at
layer thickness 1 mm. Drying time: depending on the
thickness of the coat applied and ambient conditions: ~
6 hours at coat thickness of approx. 1 mm (at
temperature ca. 22ºC and 30% humidity).
Temperature of application and temperature of the
base: +5ºC to +30ºC.
FOLLOW-UP
Following initial curing of the coat, the surface can be
adjusted using grinding mesh or sand paper. The coat
can be painted when completely dry.
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CEKOL B-45 FINISZ Plaster skim

TECHNICAL DATA

Meets requirements EN 15824: 2009 Organic binder based indoor plasters

Working temperature +5 ÷ +30°C

Layer thickness up to 3 mm

Drying time depending on the thickness of the coat applied and
ambient conditions: ~ 6 hours at coat thickness of
approx. 1 mm (at temperature ca. 22ºC and 30%
humidity)

Adhesion ≥ 1.1 N/mm2

Reaction to fire A2

The product has a hygienic approval
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CEKOL F-16 FINISZ
Dust free plaster skim

• Ready-to-use
• White
• Wet treatment
• Without priming

APPLICATION AND PROPERTIES

• CEKOL F-16 Finisz is a ready-to-use, easily
grindable putty.
• Recommended for classical grinding as well as wet
treatment
• CEKOL F-16 Finisz can be used indoors in dry
rooms, on concrete and plaster substrates,
plasterboard panels, seasoned traditional cement-lime
plasters, as well as acrylic paint coats with high surface
adhesiveness.
• When dry, all paint types can be applied on it.
• The product can be applied manually or
mechanically with suitable machines and tools.
• It is a mixture of special polymer binders, mineral
fillers and modifying additives.

EXECUTION

PREPARATION OF THE SUBSTRATE
Using a spatula, remove the oil paint residues and
loose grains of sand. The substrate should be clean,
tight and free of grease.
PREPARATION OF THE PLASTER
The plaster compound is ready to use. If necessary,
mix it thoroughly in order to make the consistency
smooth.
APPLICATION OF THE PLASTER COMPOUND
The product should be applied to the surface using
tools made of stainless steel or plastic. The next layer
can be applied already in the early drying phase of the
first layer, after it becomes matt. The thickness of the
layer should be max. 3 mm. Capacity: approx. 1.5
kg/m2 per 1 mm of layer thickness. Drying time:
depends on the thickness of the layer and the ambient
conditions: approx. 6 hours with the layer thickness of
about 1 mm (at the temperature of approx. 22ºC and
the air humidity of 30%). Temperature of application
and substrate: +5ºC to +30ºC.
FURTHER WORKS
After drying, it is possible to make adjustments using a
sanding screen or sandpaper. The dry surface can also
be additionally grinded by soaking it with water. In
order to do so, use plastic, fine sponge or polystyrene
float. Painting can be started when the surface is fully
dry.
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CEKOL F-16 FINISZ Dust free plaster skim

Meets requirements EN 15824 Internal plasters based on organic binders

Working temperature +5 ÷ +30°C

Layer thickness max. 3 mm

Capacity: approx. 1.5 kg/m²/mm

Drying time depends on the thickness of the layer and the ambient
conditions: approx. 6 hours with the layer thickness of
about 1 mm (at the temperature of approx. 22ºC and
the air humidity of 30%)

Adhesion to concrete base ≥1.1 N/mm²

Reaction to fire A2

The product has a hygienic approval
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CEKOL EKO-FINISZ
White finishing coat For spray
machine application
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APPLICATION AND PROPERTIES:

· CEKOL Eco-Finisz is a ready-to-use plaster
compound for machine and roller application
· The consistency allows for direct aggregate
application, without the need to add water
· The product allows for applying subsequent layers
with the "wet on wet" method, after the initial drying of
the first layer (after it becomes matt)
· Easy to subject to manually or mechanically sanding
· The surface can also be adjusted with the wet
technique, by slightly wetting parts of the surface and
smoothing them with e.g. a polystyrene cube
· CEKOL Eco-Finisz can be used indoors in dry rooms,
on concrete and plaster substrates, plasterboard
panels, seasoned traditional cement-lime plasters, as
well as acrylic paint coats with high surface
adhesiveness.
· When dry, all paint types can be applied to it.
· It is a mixture of special polymer binders, mineral
fillers, and modifying additives.

EXECUTION:

PREPARATION OF THE SUBSTRATE
Using a spatula, remove the oil paint residues and
loose grains of sand. The substrate should be clean,
tight, and free of grease or other anti-adhesive
substances. The new, seasoned cement-lime and
gypsum plasters should be grinded with a sharp tool or
a grinding machine to clear the surface of residuals of
loosely bound grains of plaster and then cleared of the
dust.
PRIMING
Clean substrates that do not raise any doubts as to
their hardness are not required to be primed. Applying
the plaster compound to a tight, clean, and dry surface
(without primer) facilitates the drying and significantly
reduces the time required for application of the next
layers. If you have doubts as to the hardness of the
substrate, we recommend the use of the CEKOL-DL-50
primer.
PREPARATION OF THE PLASTER COMPOUND
The plaster compound is ready to use. If needed, mix it
thoroughly in order to make its consistency smooth,
which will further liquefy the plaster compound and
facilitate achieving the optimal flow from the nozzle.
APPLICATION OF THE PLASTER COMPOUND
The product should be applied to the surface with
appropriate spray aggregates or with a roller. To
smooth the applied layer, use tools made of stainless
steel. The next layer can be applied already in the early
drying phase of the first layer, after it becomes matt,
with the "wet on wet" technique.
FURTHER WORKS
After drying, it is possible to make adjustments using a
sanding screen or sandpaper. The dry surface can also
be additionally sanded by wetting it with water. In
order to do so, use plastic, fine sponge or polystyrene
float. Painting can be started when the surface is fully
dry.
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CEKOL EKO-FINISZ White finishing coat For spray machine application

TECHNICAL DATA:

It meets the requirements of EN 15824 Factory made plaster based on organic
binders, used for internal covering walls, columns,
partition and ceilings.

Layer thickness: up to 2 mm

Capacity: approx. 1.5 kg/m per 1 mm² of layer thickness

Drying time: depends on the layer thickness and ambient
conditions: approx. 6 hours with layer thickness of
about 1 mm (at approx. 22°C and humidity 30%)

Temperature of application and substrate: +5ºC to +30ºC

Reaction to fire: A2

Adhesion: ≥ 1.1 MPa
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CEKOL GS-100
Gypsum plaster

• For damaged substrate patching
• For crack repairs
• For surface leveling

APPLICATION AND PROPERTIES

• CEKOL GS-100 is used for filling of defects and
cracks in mineral substrates, as well as smoothing of
walls and ceilings inside buildings.
• CEKOL GS-100 is a mixture of synthetic gypsum,
mineral fillers and modifying additives.

REALISATION

PREPARATION OF THE SUBSTRATE
Using a spatula, remove the remains of emulsion and
oil paints, and loose grains of sand. The substrate
should be clean, tight and free of grease.
GROUNDING
Highly absorbent substrates should be primed with a
deep penetrating priming emulsion CEKOL DL-80.
PREPARATION OF THE MORTAR
The mortar should be prepared by pouring 1 kg of
powder to approx. 0.45 litres of water. Leave for 2
minutes, then mix thoroughly until a uniform thick
mixture is obtained.
APPLICATION OF THE PLASTER COMPOUND
The product should be applied to the surface using
tools made of stainless steel. The mortar should be
used within 60 minutes. Capacity ~1.5 kg/m2/mm.
Layer thickness 1-10 mm. Temperature of application
and substrate +5 ÷ +25°C.
FURTHER WORK
After the initial hardening, it is possible to make
adjustments using a sanding screen or sandpaper.
Painting or wallpapering can be started when the
surface is fully dry.
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CEKOL GS-100 Gypsum plaster

TECHNICAL DATA

Meets requirements EN 13279-1:2008 Gypsum plaster B1/20/2 For use
inside buildings

Proportions of the mixture 0.45 l of water for 1 kg of dry powder

The mortar should be used within 60 minutes

Capacity: approx. 1.5 kg/m²/mm

Layer thickness 1-10 mm

Working temperature +5 ÷ +25°C

Initial setting time ≥ 60 min

Flexural strength ≥ 3 N/mm²

Compressive strength ≥ 8 N/mm²

Adhesion to substrate ≥ 0.5 N/mm²

Reaction to fire A1

The product has a hygienic approval
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CEKOL GS-150
EXTRA gypsum plaster

• Excellent underlayment
• For wet processing
• Layer thickness up to 10 mm
• Easy to process

APPLICATION AND PROPERTIES

• CEKOL GS-150 is used for patching and smoothing
walls and ceilings inside buildings.
• It serves as an excellent primer for finishing coats
such as CEKOL C-45 Finisz.
• It is a compound of synthetic gypsum, mineral
fillers and modifiers.

INSTRUCTIONS FOR USE

PREPARATION OF THE SUBSTRATE
Using a spatula, remove the remains of emulsion and
oil paints, and loose grains of sand. The substrate
should be clean, tight and free of grease.
PRIMING
Highly absorbent substrates should be primed with a
deep penetrating primer CEKOL DL-80. Smooth
substrates and substrates with low water absorption, as
well as in the case of wet smoothing, must be primed
with CEKOL GB-87 adhesion-increasing preparation.
PREPARATION OF THE MORTAR
The mortar should be prepared by pouring 1 kg of
powder to 0.45 l of water (about 8 litres per 18 kg bag)
and mixing it thoroughly.
APPLICATION
The product should be applied to the surface, using
tools made of stainless steel or plastic, or mechanically
with suitable machines. The mortar should be used
within 60 minutes. Layer thickness 1-10 mm. Capacity:
~1.5 kg/m2/mm. Working temperature: +5 ÷ +25°C.
FURTHER WORKS
After the initial hardening, it is possible to make
adjustments using a sanding screen or sandpaper.
Further works can be started when the coat is fully dry.
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CEKOL GS-150 EXTRA gypsum plaster

TECHNICAL DATA

Meets requirements EN 13279-1 – B2/20/2 Gypsum plaster

Proportions of the mixture 0.45 l of water for 1 kg of dry powder

The mortar should be used within 60 minutes

Layer thickness 1-10 mm

Working temperature +5 ÷ +25°C

Beginning of bonding ≥60 min

Flexural strength ≥2 N/mm2

Compression strength ≥4 N/mm2

Adhesion to substrate ≥0.5 N/mm2

Reaction to fire A1

The product has a hygienic approval
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CEKOL C-40
Plasterboard joint compound

• Does not require the use of tape
• Contains fibres
• For persistent cracks
• Flexible

PATCHING MORTAR FOR GROUTING OF
PLASTERBOARD PANELS

• CEKOL C-40 is an excellent material for pointing of
plasterboard panels without using a strengthening
tape.
• It is also used to refill cracks and scratches formed
on the surface of walls and ceilings.
• It contains special cellulose and polyamide fibres.
• CEKOL C-40 is recommended for indoor use only.
• It is a dry compound of top quality plaster stones,
white mineral fillers and modifiers.
• CEKOL C-40 meets the requirements of EN 13963
type 4B as a mixture with a standard setting time.

APPLICATION

PREPARATION OF THE SUBSTRATE
Using a spatula, remove the remains of emulsion and
oil paints, and loose grains of sand. The substrate
should be clean, tight, free of grease. Before pointing
the plasterboard panels, the groove should be carefully
cleaned.
PRIMING
Highly absorbent substrates and cut-to-size pieces of
plasterboard panels should be primed with CEKOL
DL-80 GOLD deep penetrating primer.
PREPARATION OF THE MORTAR
The mortar should be prepared by pouring 1 kg of
powder to about 0.45 l of water. Leave for 2 minutes,
then mix thoroughly.
APPLICATION
The mortar should be used within 30 minutes.
Consumption: about 7 linear meters of joint from 1 kg
of powder. Temperature of application +5 ÷ +25°C.
FURTHER WORKS
Final smoothing of the surface may be done with
abrasive paper or grinding mesh, after full setting.
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CEKOL C-40 Plasterboard joint compound

TECHNICAL DATA

Meets requirements EN 13963 Type 4B

Proportions of the mixture 0.45 l of water for 1 kg of dry powder

The mortar should be used within 30 minutes

Consumption about 7 linear meters of joint from 1 kg of powder

Working temperature +5 ÷ +25°C

Adhesion to substrate plasterboard panel: ≥0.4 - concrete: ≥1.0

Joint strength >350 N

Setting time 60 minutes

Reaction to fire A1

The product has a hygienic approval
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CEKOL GS-20
Gypsum adhesive

• For gypsum board mounting
• For plaster moulding mounting
• For gypsum block joining
• Excellent bond strength

GYPSUM BASED ADHESIVE

• CEKOL GS-20 is gypsum based adhesive used for
fixing plasterboards.
• It may also be used for composite slabs for
thermal/acoustic insulation.
• Recommended to be used only indoors in dry
rooms on mineral surfaces.
• CEKOL GS-20 is a mixture of synthetic gypsum,
mineral fillers and modifying additives.

APPLICATION

PREPARATION OF THE SUBSTRATE
Remove the leftover emulsion paint, oil paint and loose
sand grains with the use of a spatula. The base should
be clean, compact, and free of grease.
PRIMING
Highly absorbent bases should be primed with deeply
penetrating CEKOL DL-80 priming emulsion.
PREPARATION OF THE MORTAR
The mortar should be prepared by pouring the content
of the packaging into cold, clean water in proportion of
approx. 0,45 litres of water for 1 kg of dry powder.
Leave it for 2 minutes and mix thoroughly until a
uniform mixture is obtained.
APPLICATION
The product should be applied on the surface with the
use of stainless steel tools. The mortar should be used
within 20 minutes from preparation. Consumption:
approx. 3-5 kg/m² of board. Temperature of
application and base: +5 ÷ +25°C.
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CEKOL GS-20 Gypsum adhesive

TECHNICAL DATA

Meets requirements EN 14496 Gypsum based adhesive for composite slabs
for thermal and acoustic insulation and for
plasterboards

Proportions of the mixture 0,45 litres of water for 1 kg of dry powder

Capacity: approx. 3-5 kg/m2 of board

Mortar usage time < 20

Working temperature +5 ÷ +25°C

Adhesion to base - plasterboard - concrete ≥ 0.4 N/mm2 ≥ 1.0 N/mm2

Adhesion to insulation board ≥ 0.06 N/mm2

Reaction to fire A1

The product has a hygienic approval
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CEKOL MS-01
Crack repair compound

• For persistent cracks
• Highly flexible
• Contains fibres
• Ready for use

ELASTIC PLASTER FOR CRACKS

• CEKOL MS-01 is a ready-to-use plaster compound
designed for refilling cracks and scratches formed on
the surface of walls and ceilings.
• It is also excellent for pointing of plasterboard
panels without using a strengthening tape.
• It can serve as a base for final surface smoothing,
especially on difficult substrates.
• It is intended to be used on concrete and plaster
substrates, plasterboard panels, seasoned cement-lime
plasters, wood bases, as well as acrylic paint coats
characterised by an adequate adhesion to the
substrate.
• It is characterised by increased strength and high
flexibility due to the fibre content.
• It is perfect for the so-called moving substrates.
• Intended for indoor use.

APPLICATION

PREPARATION OF THE SUBSTRATE
Using a spatula, remove the remains of emulsion and
oil paints, and loose grains of sand. The substrate
should be clean, tight and free of grease.
PRIMING
Highly absorbent substrates and edges of cut-to-size
plasterboard panels should be primed with CEKOL
DL-80 deep penetrating primer.
PREPARATION OF THE PLASTER
The plaster compound is ready to use.
APPLICATION OF THE PLASTER COMPOUND
he product should be applied to the surface using tools
made of stainless steel. The next layer can be applied
after the first one dries. The thickness of the layer
should be max. 10 mm. Capacity: approx. 1.5 kg/m2
per 1 mm of layer thickness. Drying time: depends on
the layer thickness and ambient conditions: approx. 6
hours with the layer thickness of about 1 mm (at the
temperature of approx. 22ºC and air humidity of
30%). The drying time for thicker joints can be
extended; depending on the temperature and humidity,
it can be up to 2-3 days. Temperature of application
and substrate: +5ºC to +30ºC.
FURTHER WORK
After the initial hardening, it is possible to make
adjustments using a sanding screen or sandpaper. Due
to the presence of fibres, the surface obtained is not
entirely smooth. Final surface smoothing can be started
when the surface is fully dry. For this purpose, it is
recommended to use polymer coats of the Finisz type,
such as CEKOL C-45 Finisz, CEKOL A-45 Finisz or CEKOL
B-45
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CEKOL MS-01 Crack repair compound

TECHNICAL DATA

Meets requirements EN 13963:2014 Type 4A

Working temperature +5 ÷ +30°C

Layer thickness max. 10 mm

Capacity: approx. 1.5 kg/m²/mm

Drying time depends on the layer thickness and ambient
conditions: approx. 6 hours with the layer thickness of
about 1 mm (at the temperature of approx. 22ºC and
air humidity of 30%)

Adhesion to substrate - plasterboard panels: ≥0.4 N/mm2 - concrete: ≥1.0
N/mm2

Joint strength >400 N

Reaction to fire F

The product has a hygienic approval
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CEKOL C-40 M
Compound for tapeless
plasterboard jointing

• Ready for use
• White
• Flexible
• Resistance to crack

APPLICATION AND PROPERTIES

CEKOL C-40M is a ready-mixed compound for manual
jointing of plasterboards with no need to use
reinforcing tape. It can be also used for filling cracks
and scratches on wall or ceiling surfaces. CEKOL C-40M
is a product based on polymers, white mineral fillers
and modifiers. It is recommended for interior use only.

SUBSTRATE PREPARATION

Plasterboards should be installed in a way ensuring
their stability and load carrying capacity. Clean the
joints carefully before filling. Where the boards have
been cut, widen the joint and remove any dust. Board
edges without the original finish should be carefully
primed with the CEKOL DL-80 deep penetrating primer.


The compound is ready for use. If necessary, stir the
compound until you obtain uniform consistency. Apply
the product with tools made of stainless steel or
plastic. Fill the joint carefully and leave till dry. If
necessary, repeat the application after ca. 24 hours.
After the compound dries, finishing touches may be put
to the surface with the use of sanding mesh or paper
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CEKOL C-40 M Compound for tapeless plasterboard jointing

TECHNICAL DATA

Meets requirements EN 13963:2014 Type 4A

Working temperature +5 ÷ +30°C

Maximum layer thickness max. 10 mm

Consumption 1 kg / ca. 3 linear metres of joint

Drying time epends on the layer thickness and ambient conditions:
~ 24 hours with the layer thickness of about 10 mm

Bending Strength – F ≥350 N

The product has a hygienic approval
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CEKOL ZS-06
White decorative render

• For exterior and interior use
• Based on white cement
• Layer thickness up to 10 mm

WHITE MORTAR

• CEKOL ZS-06 is a frost-resistant and waterproof
mortar used for filling defects and smoothing surfaces
of ceilings and walls, inside and outside buildings.
• The mortar can be applied to mineral surfaces
made of bricks, concrete, gas concrete, as well as on
cement and cement-lime plasters.
• The grain thickness should be max. 0.5 mm.
• It is a dry compound of white cement, white
mineral fillers and modifiers.

APPLICATION

PREPARATION OF THE SUBSTRATE
Using a spatula, remove the remains of emulsion and
oil paints, and loose grains of sand. The substrate
should be clean, tight and free of grease.
PRIMING
Highly absorbent substrates should be primed with
CEKOL DL-80 deep penetrating primer.
PREPARATION OF THE MORTAR
To prepare the plaster pour 1 kg of powder to 0.2 l of
water (approx. 5 litres per a 25 kg bag) and mix
thoroughly.
APPLICATION OF THE MORTAR
Apply the mortar to the prepared substrate, using a
smooth trowel. Layer thickness 1 ÷ 10 mm. The
product is ready for use immediately after mixing and
retains its properties for about 2 hours. If the mixture
thickens, mix it again but do not add water. Capacity:
approx. 1.6 kg/m2/mm. Pot life: approx. 2 hours After
initial hardening, the surface should be scoured just
like cement-lime plaster. Temperature of application
and substrate +5°C ÷ +25°C.
MAINTENANCE
Freshly applied coat should be cared for just like other
cement mortars. At the time of bonding, it should be
protected against excessively fast drying, e.g. by
gently spraying it with water.
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CEKOL ZS-06 White decorative render

TECHNICAL DATA:

Meets requirements EN 998-1 GP CS IV W 1 Plastering mortar for general
indoor and outdoor use

Proportions of the mixture 0.20 l of water for 1 kg of dry powder

Working temperature +5 ÷ +25˚C

Capacity approx. 1.6 kg/m²/mm

Pot life approx. 2 hours

Water absorption ≤0.4 kg/m²min 0.5

Compression strength ≥6 N/mm²

Adhesion ≥0.5 N/mm², FP-b

Vapour permeability coefficient (tabular value) 5/20

Thermal conductivity coefficient (tabular value 0.47/0.54 W/mK

Persistence: Loss in mass after freezing and thawing
cycles

≤2%

Reaction to fire A1

The product has a hygienic approval

Storage in the original container, in a dry place
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CEKOL PI-01
Decorative render impregnant

• Seals decorative coatings
• For interior and exterior use
• Colourless

PREPARATION FOR IMPREGNATING DECORATIVE
PLASTER CEKOL TD-01

• CEKOL PI-01 is a ready-to-use waterborne
solvent-free preparation for CEKOL TD-01 decorative
plaster maintenance and impregnation.
• Additionally, it creates a decorative effect in the
form of a shiny surface.
• For indoor and outdoor use.
• It is an aqueous solution of specially selected
acrylic dispersion and silicone additives which increase
the surface tightness.

INSTRUCTIONS FOR USE

PREPARATION OF THE SUBSTRATE
Using a spatula, remove the loose grains of sand. The
plaster surface should be clean, tight and free of
grease.
APPLICATION
The product is ready for use. It should be applied
evenly with a brush, a roller or a spray. You can begin
painting the surface with CEKOL PI-01 impregnating
preparation 24 h from applying CEKOL TD-01
decorative plaster.
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CEKOL PI-01 Decorative render impregnant

TECHNICAL DATA

Drying time: depending on the temperature and
humidity,

2 ÷ 24 h

Efficiency from 1 litre 8 ÷ 10 m²

Temperature of application and substrate +5 ÷ +25° C

The product has a hygienic approval
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CEKOL TD-01
Decorative render

• Modern design effect
• Perfectly smooth
• Enables creating various textures
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DECORATIVE PLASTER

• CEKOL TD-01 is an innovative plaster which looks
similar to "natural" concrete.
• It can be used for effective smooth surface as well
as various structures.
• Decorative plaster CEKOL TD-01 is perfect for
modern interiors.
• CEKOL TD-01 is intended both for internal and
external areas
• Thickness of a grain up to 0.8 mm.
• It is a dry combination of organic binders, cements
and natural fillers.

APPLICATION

PREPARATION OF THE SUBSTRATE
The surface should be clean, dense and grease-free.
Any paints and sand grains should be removed.
PRIMING
The surface should be primed with a priming product
CEKOL GM-84 or CEKOL GS-83 Kontakt containing
quartz sand which creates rough surface and improves
adhesion of the plaster.
PREPARATION OF THE MORTAR
Pour 1 kg of powder into about 0.3l of water and mix it
until obtaining homogeneous mass. Leave it for 3
minutes and mix again.
PLACING THE MASS
Decorative plaster CEKOL TD-01 should be applied in
two layers. The first applied layer with thickness of
about 1-2 mm should be smooth and left until initial
concrete bonding i.e. the plaster is partially wet but
does not stick to the hand. The method of placing
another layer depends on desired result.
I OPTION
smooth concrete – apply second layer with a
stainless steel trowel, leave it until it bonds completely.
Before smoothing the surface delicately sprinkle it with
water and then smooth with a trowel (NOTE: work of
poor quality may result in darker patches).

 
II option
structure modelling – apply another layer with
thickness of 1-2 mm. You can obtain extra effects on a
newly applied plaster using tools such as brush trowel,
scrub brush or paint roller. After about 3 hours spray
the surface with water and cut all uneven areas with
the edge of a trowel to obtain desired effect. After
about 24 hours paint the whole surface with
impregnation product CEKOL PI-01 to obtain additional
decorative effect and glossy surface which protects the
surface. Lifetime period: about 0.5h. Usage: about 3
kg/m2. Temperature of application and surface +5oC
÷ +25oC.
Maintenance
The fresh plaster should be protected against sudden
raining and excessive drying.
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CEKOL TD-01 Decorative render

TECHNICAL DATA

Meets requirements EN 15824:2009 Plaster based on organic binders, used
for covering external and internal walls, columns,
partition walls and diaphgram walls

Water vapor permeability V2

Water absorption W2

Adhesion ≥ 0.3 MPa

Temperature of application and surface +5ºC ÷ +25ºC.

Usage about 3 kg/m²

Lifetime period about 0.5h

Hazardous substances See data sheet
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CEKOL ZW-04
Levelling mortar

• Layer thickness from 3 to 50 mm
• For standard and heated surfaces
• Highly durable
• Frost and water resistant
• Easy to use high yield mortar

EVENING-UP PLASTER

• CEKOL ZW-04 is a plaster intended for filling
cavities and levelling wall, ceiling and floor surfaces.
• The product is also used as a material for preparing
floor underlay.
• It is a frost-resistant and waterproof mortar
intended for use both inside and outside buildings.
• CEKOL ZW-04 can be used with underfloor heating
systems.
• Maximum grain size is 3 mm.
• CEKOL ZW-04 is a factory-produced dry mixture of
cement, mineral fillers, aggregate and modifying
additives.

APPLICATION

PREPARATION OF THE SUBSTRATE
Remove residues of emulsion paint and oil paint and
loose sand grains with a spatula. The substrate should
be clean, compact and free of grease.
PRIMING
Strongly absorbing substrates should be primed with a
deep-penetrating primer CEKOL DL-80.
PREPARATION OF THE MORTAR
Prepare the mortar by pouring 1 kg of the powder into
0.16-0.18 litre of water and thoroughly mixing.
APPLICATION
Apply the mortar to the substrate with a trowel or
smooth steel float. Layer thickness: 3 ÷ 50 mm. The
mortar retains its properties for approx. 2 hours. If it
thickens during this time, it should be thoroughly
stirred again without adding more water. Coverage:
approx. 1.8 kg/m2 for 1 mm of layer thickness. Work
temperature: +5 ÷ +25 C.
CURING
After initial setting of the mortar the surface should be
tightly covered with film or lightly moistened with
water for a period of 3 to 5 days.

 

FURTHER WORKS

Tiles can be laid after approximately 48 hours (the
curing time can be shortened). Floor coverings, parquet
and panels can be installed after the mortar has totally
dried. Drying time: approx. 1.5 mm of layer thickness
per day.
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CEKOL ZW-04 Levelling mortar

TECHNICAL DATA:

Meets requirements EN 13813 CT-C25-F5 Cement-based floor underlay, for
use inside constructed features

Proportions of the mixture 4 l to 4,5 l of water for 25 kg of dry powder

The mortar retains its properties approx 2 hours

Drying time approx. 1.5 mm of layer thickness per day

Coverage approx. 1.8 kg/m²/mm of layer thickness

Work temperature +5 ÷ +25˚C

Reaction to fire A1

Release of corrosive substances CT

Compressive strength C25

Flexural strength F5

The product has a hygienic approval

Storage in the original container, in a dry place
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CEKOL ZW-05
Flexible levelling mortar

• Excellent bond strength
• High flexibility
• Fine-grained

ELASTIC EVENING-UP MORTAR

• CEKOL ZW-05 is used for levelling uneven areas on
walls, ceilings and floors, both indoors and outdoors.
• It is particularly recommended for filling cavities
and levelling uneven spots in the surfaces of balconies
and terraces, areas around windows, entrance doors,
etc.
• The mortar can be applied to mineral substrates,
such as concrete substrates and brick substrates, and
used for levelling uneven areas in cement-lime plasters
and flooring underlay; it can also be used with
underfloor heating systems.
• CEKOL ZW-05 is a factory-produced dry mixture of
cement, fine aggregate and modifying additives, which
enhance adhesion to substrate.

APPLICATION

PREPARATION OF THE SUBSTRATE
The substrate should be clean, compact, and free of
grease. Oil paint, distempers and loose sand grains
must be removed.
PRIMING
Strongly absorbing substrates should be primed with a
deep-penetrating primer CEKOL DL-80.
PREPARATION OF THE MORTAR
Prepare the mortar by pouring 1 kg of the powder into
approx. 0.2 litre of water (1 litre of water per 5 kg bag)
and thoroughly mixing. Wait a moment, and then mix
again. The mortar thus prepared should be used within
approx. 2 hours. If it thickens during this time, it should
be stirred without adding more water.
APPLICATION
Apply the mortar to the prepared substrates with a
trowel or float and smooth the surface. You can apply a
layer with thickness of up to 10 mm at a time. After
initial setting, the surface can be smoothed. A fresh
layer requires curing typically applied to cement
mortars. Coverage: approx. 1.7 kg/m2 for 1 mm of
layer thickness. Work temperature and substrate
temperature: +5 C ÷ +25 C.
FURTHER WORKS
After complete setting and hardening has occurred,
you can proceed with further works.
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CEKOL ZW-05 Flexible levelling mortar

TECHNICAL DATA:

Meets requirements EN 998-1:2010 Single-layer plaster mortar OC CSIV W1
for internal and external use

Proportions of the mixture 0.20 l of water for 1 kg of dry powder

Working temperature +5 ÷ +25˚C

Coverage approx. 1.7 kg/m²/mm

Layer thickness max. 10 mm

Reaction to fire A1

The product has a hygienic approval

Storage in the original container, in a dry place
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CEKOL Q-1 UNI
Universal tile adhesive

• For tile laying using the thin-layer method
• For brick and block laying using thin joints
• For standard surfaces
• For substrate leveling
• Safe for the environment

CERAMICS BRICK BLOCKS

USE AND PROPERTIES:

CEKOL Q-1 UNI is a cementitious adhesive (C), with
normal setting properties (1) and extended open time
(E), C1E. The product is recommended for use in thin
layers to tiling ceramic on concrete, brick, cement and
cement-lime plaster. Blocks and bricks can be
combined together with a thin mortar. Good for surface
levelling. Frost- and waterproof. For indoor and outdoor
use.

PROCEDURE:

SUBSTRATE PREPARATION
The substrate should be clean, compact and free from
grease. All residues of emulsion and oil paints and
loose grains of sand should be removed with a scraper
or a rough brush.
PRIMING
Strongly absorbent substrates should be primed with
deeply penetrating CEKOL DL-80 primer.
ADHESIVE PREPARATION
The adhesive should be prepared by pouring 1 kg of
powder into 0.22 - 0.24 l of water (4.4 - 4.8 l of water
per 20 kg bag), and then mixing thoroughly with a
slow-rotating mixer until a uniform consistency is
obtained. Wait around 3 minutes and mix thoroughly
again. Pot life: around 3 hours.
ADHESIVE APPLICATION
Apply the adhesive to the prepared substrate with a
notched trowel. For outdoor use, it is advisable to apply
a continuous layer of adhesive to the substrate and a
thin layer to the underside of the tile for better
adhesion.
STORAGE:
In the original packaging, in a dry place.
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CEKOL Q-1 UNI Universal tile adhesive

TECHNICAL DATA:

Meets requirements EN 998-2 Prescribed thin layer mortars for masonry
walls, columns and partitions

Type C1E

Bond strength: initial tensile adhesion ≥ 0,5 N/mm²

Durability of bond strength, as: tensile adhesion after
heat aging

≥ 0,5 N/mm²

Tensile adhesion after water immersion ≥ 0,5 N/mm²

Tensile adhesion after freeze-thaw cycles ≥ 0,5 N/mm²

Proportions of the mixture 1 kg of powder into 0.22 - 0.24 l of water

Tile adjustment time 10 min

Consumption per 1 m2 when using a trowel with 10
mm notches

around 2.7 kg

Layer from 2 to 10 mm thick

Setting time for walking and pointing around 24 hours at 18°C

Reaction to fire A1/A1fl

Extended open time (E) adhesion > 0.5 N/mm² after no less than 30 minutes

Meets requirements EN 998-2 Prescribed thin layer mortars for masonry
walls, columns and partitions

Reaction to fire A1

Water absorption ≤ 0,2 kg/(m² ∙min0,5)

Water vapour permeability, µ (tabulated value) 5/20

Thermal conductivity, ƛ10,dry,mat (tabulated value) 0,45 W/(m∙K) for P=50%

Durability – decrease of mass after freeze/thaw
cycles

≤ 3 %

Proportion of constituents, cement/aggregate (by
weight)

1:2

Application and substrate temperature +5°C ÷ +25°C

The product has hygienic approval
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CEKOL Q-2 MULTI
Gel tile adhesive

• For small, medium and large format tiles
• Tiles can be laid from the top of the wall
• For standard and heated surfaces
• Fiber-reinforced
• Flexible

GRES TILES CERAMIC TILES STONE

USE AND PROPERTIES:

CEKOL Q-2 MULTI is a flexible cementitious adhesive
(C), with normal setting (1) with reduced slip (T), C1T.
Especially recommended for gres, ceramics, terracotta
tiles, brick, concrete, cellular concrete, cementitious
and cement-lime plaster, as well as plasterboards.
Thanks to a unique formula, tiles can be applied from
top to bottom. Recommended for heated surfaces. For
skimming and surface levelling. Frost- and waterproof.
For indoor and outdoor use

PROCEDURE:

SUBSTRATE PREPARATION
The substrate should be clean, compact and free from
grease. All residues of emulsion and oil paints and
loose grains of sand should be removed with a spatula
or a rough brush.
PRIMING
Strongly absorbent substrates should be primed with
deeply penetrating CEKOL DL-80 primer.
ADHESIVE PREPARATION
The adhesive should be prepared by pouring 1 kg of
powder into 0.22 - 0.24 l of water (4.4 - 4.8 l of water
per 20 kg bag), and then mixing thoroughly with a
slow-rotating mixer until a uniform consistency is
obtained. Wait around 3 minutes and mix thoroughly
again. Pot life: around 3 hours.
ADHESIVE APPLICATION
Apply the adhesive to the prepared substrate with a
notched trowel. When working on heated surfaces,
switch the heating off before tiling. The heating may be
switched back on after at least 7 days. For outdoor use
or for better adhesion in the case of highly absorbent,
gres or large-sized tiles, the CEKOL Q-2 MULTI adhesive
should be applied in a continuous layer on both the
substrate and the underside of the tiles.

 
STORAGE:
In the original packaging, in a dry place.
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CEKOL Q-2 MULTI Gel tile adhesive

TECHNICAL DATA:

Meets requirements EN 12004: 2007 + A1 Cementitious adhesive for
internal and external tiling

Type C1T

Bond strength: initial tensile adhesion ≥ 0,5 N/mm²

Durability of bond strength, as: tensile adhesion after
heat aging

≥ 0,5 N/mm²

Tensile adhesion after water immersion ≥ 0,5 N/mm²

Tensile adhesion after freeze-thaw cycles ≥ 0,5 N/mm²

Slip (T): ≥ 0,5 N/mm²

Proportions of the mixture 1 kg of powder into 0.22 - 0.24 l of water

Tile adjustment time 10 min

Setting time for walking and pointing about 24 hours at 18°C

Layer up to 30 mm thick

Application and substrate temperature +5°C ÷ +25°C

Reaction to fire A1/A1 fl

The product has hygienic approval
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CEKOL Q-3 MAX
Fibrogel tile adhesive

• Tiles can be adhesiv on other tiles
• For standard and heated surfaces
• Double fiber power
• Adhesive glass elements
• Highly flexible

CERAMIC TILES GRES TILES STONE GLASS

USE AND PROPERTIES:

CEKOL Q-3 MAX is a cementitious adhesive (C) with
improved technical parameters (2), with reduced slip
(T) and extended open time (E), C2TE . It is used for
tiling gres, ceramics, stone and glass tiles, as well as
mineral wool to concrete substrates, bricks, cellular
concrete, expanded clay aggregates, plaster boards
and blocks, drywalls, stable wood-based substrates and
steel structures. Thanks to double fibre strength, new
tiles can be applied on the old ones without hacking off.
The product can also be used for skimming and surface
levelling. CEKOL Q-3 MAX is a highly flexible, frost- and
water-resistant adhesive for indoor and outdoor use.
Tiles can be applied from top to bottom. Recommended
for heated surfaces.

 

PROCEDURE:

SUBSTRATE PREPARATION
The substrate should be clean, compact and free of
grease. All residues of emulsion and oil paints and
loose grains of sand should be removed with a spatula
or a rough brush.
PRIMING
Strongly absorbent substrates should be primed with
deeply penetrating CEKOL DL-80 primer.
ADHESIVE PREPARATION
The adhesive should be prepared by pouring 1 kg of
powder into 0.22 - 0.24 l of water (4.4 - 4.8 l of water
per 20 kg bag), and then thoroughly mixed with a
slow-rotating mixer until a uniform consistency is
obtained. Wait approx. 3 minutes and mix thoroughly
again. Pot life: around 3 hours.
APPLICATION
Apply the adhesive to the prepared substrate with a
notched trowel. In the case of heated surfaces, turn off
the heating before tiling. Heating can be switched back
on after at least 7 days. For outdoor use or for better
adhesion in the case of highly absorbent or gres tiles,
the CEKOL Q-3 MAX adhesive should be applied in a
continuous layer on both the substrate and the
underside of the tiles.
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CEKOL Q-3 MAX Fibrogel tile adhesive

TECHNICAL DATA:

Meets requirements EN 12004: 2007 + A1 Cementitious adhesive for
internal and external tiling

Type C2TE

Bond strength: initial tensile adhesion ≥ 1 N/mm²

Durability of bond strength, as: tensile adhesion after
heat aging

≥ 1 N/mm²

Tensile adhesion after water immersion ≥ 1 N/mm²

Tensile adhesion after freeze-thaw cycles ≥ 1 N/mm²

Slip (T): < 0.5 mm

Extended open time (E) adhesion > 0.5 N/mm² after no less than 30 minutes

Application and substrate temperature +5°C ÷ +25°C

Setting time for walking and pointing about 24 hours at 18°C

Tile adjustment time 10 min

Reaction to fire A1/A1fl

The product has hygienic approval
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CEKOL Q-4 PLUS
Hydrogel tile adhesive

• Hydrophobic, soak-resistant
• For standard and heated surfaces
• Increased substrate adhesion
• Fiber-reinforced
• Highly flexible

BATHROOM BALCONY TERRACE SWIMMING POOL FACADE

USE AND PROPERTIES:

CEKOL Q-4 PLUS is a deformable (S1) cementitious
adhesive (C) with improved technical parameters (2),
with reduced slip (T) and extended open time
(E), C2TES1. Thanks to its special hydrophobic
additives, it is recommended especially for ceramic
linings in swimming pools, fountains, balconies and
terraces. It may also be used for ceramic, gres, stone
and glass tiles as well as mineral wool and foamed
polystyrene elements to bricks, concrete, aerated
concrete blocks, expanded clay blocks, plaster boards
and blocks, drywalls and stable imitation wood
substrates. CEKOL Q-4 PLUS can also be used for
skimming and levelling. Recommended for heated
surfaces

PROCEDURE:

SUBSTRATE PREPARATION
The substrate should be clean, compact and free from
grease. All residues of emulsion and oil paints and
loose grains of sand should be removed with a spatula
or a rough brush.
HYDRO-INSULATION LAYER PREPARATION
To ensure water-tightness, it is necessary to use
one-component sealant CEKOL ZU-1 or two-component
sealant CEKOL ZU-2.
ADHESIVE PREPARATION
In order to prepare the adhesive, pour 1 kg of powder
into 0.23-0.25 l of water (4.6-5 l per 20 kg bag) and mix
thoroughly with a slow-rotating mixer until a uniform
consistency is obtained. Wait around 3 minutes and
mix thoroughly again. Pot life: around 3 hours.
APPLICATION
Apply the adhesive to the prepared substrate with a
notched trowel. When working on heated surfaces,
switch the heating off before tiling. Heating can be
switched back on after at least 7 days. When used with
highly absorbent and gres tiles, the CEKOL Q-4 PLUS
adhesive should be applied in a continuous layer on
both the substrate and the underside of the tiles for
better adhesion. A hydro-insulation layer should be
applied to places exposed to water leakages.
STORAGE
in original packaging, in a dry place
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CEKOL Q-4 PLUS Hydrogel tile adhesive

TECHNICAL DATA:

Meets requirements EN 12004: 2007 + A1 Cementitious adhesive for
internal and external tiling

Type C2TES1

Bond strength: initial tensile adhesion ≥ 1 N/mm²

Durability of bond strength, as: tensile adhesion after
heat aging

≥ 1 N/mm²

Tensile adhesion after water immersion ≥ 1 N/mm²

Tensile adhesion after freeze-thaw cycles ≥ 1 N/mm²

Consumption per 1 m2 when using a trowel with 10
mm notches

around 2.7 kg

Tile adjustment time 10 min

Layer up to 20 mm thick

Application and substrate temperature + 5°C do + 25°C

Setting time for walking and pointing about 24 hours at 18°C

Reaction to fire A1/A1fl

Extended open time (E) adhesion ≥ 0.5 N/mm² after no less than 30
minutes

Slip (T) ≤ 0,5 mm

Deformable adhesive transverse deformation ≥ 2.5 mm and ≤ 5 mm

The product has hygienic approval
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CEKOL Q-5 PRO
Hybrid white tile and stone
adhesive

• White cement based
• For standard and heated surfaces
• Increased substrate adhesion
• Fiber-reinforced
• Highly flexible

MARBLE GRANITE STONE GLASS

USE AND PROPERTIES

CEKOL Q-5 PRO is a cementitious adhesive (C) with
improved technical parameters (2), with reduced slip
(T) and extended open time (E), C2TE. The product is
intended for tiling marble, granite, stone, and ceramic
tiles to mineral substrates. The product is a flexible,
frost- and water resistant adhesive for indoor and
outdoor use. The product has superior adhesive
properties. The product has superior flow-resistance
properties thanks to a unique formula, which means
that tiles can be applied from top to bottom.
Recommended for tiling to standard and heated
surfaces. The risk of tile discoloration is reduced by the
use of white cement as the bonding agent. The product
can be used for skimming and levelling surfaces.

 

PROCEDURE:

SUBSTRATE PREPARATION
The substrate should be clean, compact and free from
grease. All residues of emulsion and oil paints and
loose grains of sand should be removed with a spatula
or a rough brush. Heating can be switched back on
after at least 7 days.
PRIMING
Highly absorbent substrates should be primed with a
deep penetrating primer CEKOL DL-80.
ADHESIVE PREPARATION
The adhesive should be prepared by pouring 1 kg of
powder into 0.25 - 0.27 l of water (5 - 5.4 l of water per
20 kg bag), and then thoroughly mixed with a
slow-rotating mixer until a uniform consistency is
obtained. Wait around 3 minutes and mix thoroughly
again. Pot life: around 3 hours.
APPLICATION
Apply the adhesive to the prepared substrate with a
notched trowel. For outdoor use or for better adhesion
in the case of highly absorbent and gres tiles, the
CEKOL Q-5 PRO adhesive should be applied in a
continuous layer on both the substrate and the
underside of the tiles. Heating should be turned off
before applying the CEKOL Q-5 PRO adhesive to a
heated surface.
STORAGE
in original packaging, in a dry place
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CEKOL Q-5 PRO Hybrid white tile and stone adhesive

TECHNICAL DATA:

Meets requirements EN 12004: 2007 + A1 Cementitious adhesive for
internal and external tiling.

Type C2TE

Bond strength: initial tensile adhesion ≥ 1 N/mm²

Durability of bond strength, as: tensile adhesion after
heat aging

≥ 1 N/mm²

Tensile adhesion after water immersion ≥ 1 N/mm²

Tensile adhesion after freeze-thaw cycles ≥ 1 N/mm²

The adhesive should be prepared by pouring 1 kg of powder into 0.25 - 0.27 l of water

Tile adjustment time 10 min

Layer up to 20 mm thick

Application and substrate temperature + 5°C do + 25°C

Setting time for walking and pointing about 24 hours at 18°C

Reaction to fire A1/A1fl

Extended open time (E) adhesion > 0.5 N/mm² after no less than 30 minutes

Slip (T) ≤ 0,5 mm

The product has hygienic approval
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CEKOL Q-6 EXTRA
Special white adhesive for
stone panels

• Panels can be laid from the top of the wall
• For standard and heated surfaces
• Contains a special quartz aggregate
• Fiber-reinforced
• Layer thickness up to 30 mm

MARBLE GRANITE STONE

USE AND PROPERTIES:

CEKOL Q-6 EXTRA is a cementitious adhesive (C) with
improved technical parameters (2), with reduced slip
(T) and extended open time (E), C2TE. The product is
recommended for tiling marble, granite and ceramic
slabs, as well as glass components to mineral
substrates. The product contains high-quality polymers,
fibres and special aggregate CEKOL Q-6 EXTRA for
better adhesion and superior flow resistance. For
standard and heated surfaces. The product is a flexible,
frost- and water resistant adhesive for indoor and
outdoor use. The risk of tile discoloration is reduced by
the use of white cement as the bonding agent. The
product can be used for skimming and levelling
surfaces.

PROCEDURE:

SUBSTRATE PREPARATION
The substrate should be clean, compact and free from
grease. All residues of emulsion and oil paints and
loose grains of sand should be removed with a spatula
or a rough brush.
PRIMING
Highly absorbent substrates should be primed with a
deep penetrating primer CEKOL DL-80.
ADHESIVE PREPARATION
The product should be prepared by pouring 1 kg of
powder into 0.25 - 0.27 l of water (5 - 5.4 l of water per
20 kg bag), and then mixing thoroughly with a
slow-rotating mixer until a uniform consistency is
obtained. Wait around 3 minutes and mix thoroughly
again. Pot life: around 3 hours.
APPLICATION
Apply the adhesive to the prepared substrate with a
notched trowel. When working on heated surfaces,
switch the heating off before applying the tiles. Heating
can be switched back on after at least 7 days. For
outdoor use or for better tile adhesion, the CEKOL Q-6
EXTRA adhesive should be applied in a continuous
layer on both the substrate and the underside of the
tiles.
STORAGE
in original packaging, in a dry place
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CEKOL Q-6 EXTRA Special white adhesive for stone panels

TECHNICAL DATA

Meets requirements EN 12004: 2007 + A1 Cementitious adhesive for
internal and external tiling

Type C2TE

Bond strength: initial tensile adhesion ≥ 1 N/mm²

Durability of bond strength, as: tensile adhesion after
heat aging

≥ 1 N/mm²

Tensile adhesion after water immersion ≥ 1 N/mm²

Tensile adhesion after freeze-thaw cycles ≥ 1 N/mm²

Proportions of the mixture 1 kg of powder into 0.25 - 0.27 l of water

Tile adjustment time 10 min

Consumption per 1 m² when using a trowel with 10
mm notches

around 3 kg

Layer from 2 to 30 mm thick

Application and substrate temperature +5°C ÷ +25°C

Setting time for walking and pointing about 24 hours at 18°C

Extended open time (E) adhesion ≥ 0.5 N/mm² after no less than 30 minutes

Reaction to fire A1/A1 fl

The product has hygienic approval
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CEKOL Q-7
EXPRESS
Fast setting tile adhesive

• High initial adhesion
• Tile installation from the top of the wall
• Grouting after 4 h at ≥18°
• Recommended for staircases and hallways
• For standard and heated surfaces

CERAMICS GRES STONE

APPLICATION AND PROPERTIES:

· CEKOL Q-7 EXPRESS is a cement-based adhesive (C)
with improved technical parameters (2), fast setting (F)
with reduced slump (T) and extended open time (E),
C2FTE
· It can be used to bond ceramic, stoneware and
natural stone tiles to concrete, brick, aerated concrete,
expanded concrete, LECA blocks, gypsum boards and
blocks, plasterboard panels, seasoned cement and
cement-lime plasters and single-layer gypsum plasters
· Fast setting time (about 4 hours) enables quick
repair works
· CEKOL Q-7 EXPRESS recommended for quick
installation of small and medium sized tiles
· Reduced slump enables tile installation from the top
of the wall

APPLICATION:

SUBSTRATE PREPARATION
The substrate should be clean, dense and free of
grease; any emulsion or oil paint residues and loose
sand grains should be removed with a spatula or rough
brush.
MORTAR PREPARATION
The mortar should be prepared by pouring 1 kg of
powder to 0.19 - 0.21 l of water (3.8 - 4.2 l of water for
a 20 kg bag), and then mixed thoroughly with a slow
mixer to a uniform consistency. Wait approx. 3 minutes
and mix thoroughly again. Prepare enough adhesive
mortar to be used within 30 minutes.
APPLICATION
Apply the adhesive to the prepared substrate using a
notched trowel. For heated surfaces, turn off the heat
before installing the tiles. Turn on at least 7 days after
tile installation. When bonding highly absorbent tiles
and stoneware tiles outdoors, apply CEKOL Q-7
EXPRESS in a continuous coat both on the substrate
and on the underside of the tiles, which will greatly
increase adhesion. Provide a waterproofing layer in
areas prone to water seepage.
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CEKOL Q-7 EXPRESS Fast setting tile adhesive

TECHNICAL DATA

Meets requirements EN 12004:2007+A1

Type C2FTE

Bond strength expressed as: initial adhesion ≥ 1 N/mm²

Bond strength expressed as: early adhesion ≥ 0.5 N/mm²

Bond strength under conditioning/heat ageing
conditions expressed as: adhesion after thermal ageing

≥ 1 N/mm²

Bond strength under wet/moist conditions expressed
as: adhesion after immersion in water

≥ 1 N/mm²

Bond strength under freeze-thaw cycling conditions
expressed as: adhesion after freeze-thaw cycles

≥ 1 N/mm²

Proportions of the mixture: 1 kg of powder into 0.19 - 0.21 l of water

Tile correction time: 10 minut

Consumption: per 1 m2 with a 10 mm notched trowel is approx. 2.7
kg

Layer thickness: up to 10 mm

Application and substrate temperature + 5°C do + 25°C

Suitability for foot traffic and grouting: approximately 4 hours at ≥18°C

The product has hygienic approval

Slump (T): ≤ 0,5 mm

Extended open time (E) adhesion: ≥ 0.5 N/mm² after no less than 10 min

package 20 kg EAN: 5906474170209

CN 3214190
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CEKOL ZU-1
One-component water
impermeable compound

• Waterproof
• For interior and exterior use
• High adhesion

ONE-COMPONENT SEALING MORTAR

• The sealing mortar is a mixture of grey cement,
fillers and modifying additives. The sealing mortar is
used to make waterproofing seals on terraces,
balconies, in swimming pools, for ceramic, clinker and
stone tiles, as well as to seal walls and foundation
pillars, both underground and overground, in channels,
tunnels and cellars.
• After mixing with water, a pourable mass is formed.
It has excellent workability properties which feature
high adhesion to mineral substrates such as concrete,
ceramic and silicate bricks, cement plasters, etc.

APPLICATION

PREPARATION OF THE SUBSTRATE
Using a spatula, remove the remains of emulsion and
oil paints, and loose grains of sand. The substrate
should be clean, tight and free of grease. Any defects
should be filled using the CEKOL ZW-04 evening-up
plaster.
PREPARATION OF THE MORTAR
Pour 1 kg of powder to approx. 0.22 l of water and mix
thoroughly until a uniform thick mixture is obtained.
Leave for 5 minutes, then mix again.
APPLICATION
Before applying the mortar, spray the dry surface with
water until a matt and wet substrate is obtained. The
one-component sealing mass should be applied in two
layers, the first by using a roofing brush and the
second by using a steel trowel. Apply the second layer
after bonding of the first layer, i.e. after approx. 4-6
hours from application. Use a suitable sealing tape in
the corners. The thickness of one layer should be 2
mm. Capacity: approx. 4 kg/m2 at a total layer
thickness of 2.5 mm. Temperature of application and
substrate +5°C÷25°C.
MAINTENANCE
The fresh layers should be protected against raining
and excessive drying.
FURTHER WORK
Glueing tiles can be performed after approx. 48 hours
from applying the last layer of the sealing mass. It is
recommended to use the CEKOL CS-12 deformable
adhesive.
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CEKOL ZU-1 One-component water impermeable compound

TECHNICAL DATA:

Meets requirements EN 14891 CM O1P A polymer-modified
water-impermeable cement-based product in a liquid
form (applied with C2-type glue in accordance with EN
12004)

Initial adhesion ≥0.5 N/mm²

Adhesion after contact with water ≥0.5 N/mm²

Adhesion after heat ageing ≥0.5 N/mm²

Adhesion after freeze-thaw cycles ≥0.5 N/mm²

Adhesion after contact with lime water ≥0.5 N/mm²

Adhesion after contact with chlorinated water ≥0.5 N/mm²

Crack-bridging properties under standard conditions ≥0.75 mm

Crack-bridging properties at low temperature (-5°C) ≥0.75 mm

The product has a hygienic approval
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CEKOL ZU-2
Two-component water
impermeable compound

• Impermeable
• Flexible
• For interior and exterior use

ONE-COMPONENT SEALING MORTAR
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CEKOL ZU-2 Two-component water impermeable compound

TECHNICAL DATA:

Meets requirements EN 14891 CM O1P A polymer-modified
water-impermeable cement-based product in a liquid
form (applied with C2-type glue in accordance with EN
12004)

Adhesion after contact with water ≥0.5 N/mm²

Adhesion after heat ageing ≥0.5 N/mm²

Adhesion after freeze-thaw cycles ≥0.5 N/mm²

Adhesion after contact with lime water ≥0.5 N/mm²

Adhesion after contact with chlorinated water ≥0.5 N/mm²

Crack-bridging properties - under standard conditions ≥0.75 mm

Crack-bridging properties at low temperature (-5°C) ≥0.75 mm

The product has a hygienic approval
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CEKOL PC-80
Cementitious flooring

• Underlayment for parquets and for laminate or vinyl flooring
• Walkable after 24 hours
• Layer thickness from 20 to 80 mm
• For interior and exterior use

APPLICATION AND PROPERTIES

• The product is a material used to make a cement
based screed for use inside and outside buildings.
• Excellent as a base for ceramic tiles, parquet,
panels and PVC coverings.
• For indoor and outdoor use.
• Cement flooring is a mixture of cement, carefully
selected aggregates and modifiers.
• The maximum grain size is 6 mm.

APPLICATION

PREPARATION OF THE SUBSTRATE
The substrate must be clean, tight and free of any
substances hindering adhesiveness (dust, bitumen, oil).
PRIMING
Weak and highly absorbent substrates should be
primed with a deep penetrating primer CEKOL DL-80.
PREPARATION OF THE PLASTER
Pour the package content into cold water in a
proportion of approx. 2.5 to 3 litres of water per a
package 25 kg and mix thoroughly.
APPLICATION
Apply the mortar onto the prepared substrate as in the
case of standard semi-dry cement screed. The width of
the covered area shall be around 2 m. Even the fresh
mortar with a float or trowels slid on the pre-prepared
guides separating the areas. After initial hardening,
grind the surface smooth. The mortar should be used
within 2 hours. If the mixture thickens during that time,
mix it again without adding water. Capacity: approx. 2
kg/m² per 1 mm of layer thickness. Layer thickness:
20 to 80 mm. Setting time for walking: about 48 hours
at 18°C. Working temperature: 5°C to 25°C.
PROTECTION
At the time of bonding, it should be protected against
excessively fast drying After initial bonding, make
expansion joints and maintain like in the case of
standard concrete.

 

FURTHER WORKS

Tiles can be laid after about 48 hours (the maintenance
time can be shortened). Floor carpets, parquets, panels
should be laid after the plaster has dried completely.
Drying time: ~1.5 mm of layer thickness per day.
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CEKOL PC-80 Cementitious flooring

TECHNICAL DATA

Meets requirements EN 13813 CT-C20-F5 Cement based screed, tensile
strength class C25 and F5

Flexural strength ≥5 N/mm²

Compression strength ≥20 N/mm²

Reaction to fire A1fl
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CEKOL WB-80
Concrete screed

• layer thickness 20-80 mm
• for indoor and outdoor use
• high resistance

APPLICATION AND PROPERTIES

• CEKOL WB-80 is a material designed for the
preparation of cement-based floor underlay.
• It is intended for use inside and outside constructed
features.
• When set, the mortar is frost-resistant and
waterproof.
• It may serve as an underlay for ceramic floor
coverings, parquet floors, panels, and PVC floor
coverings.
• It is a mixture of cement, adequately selected
aggregates and modifying additives.
• Maximum grain size is 4 mm.

APPLICATION

PREPARATION OF THE SUBSTRATE
The substrate should be clean, compact and free of
adhesion-reducing substances (dust, bitumen, oils).
PRIMING
Weak substrates and strongly absorbing substrates
should be primed with a deep-penetrating primer
CEKOL DL-80.
PREPARATION OF THE MORTAR
Pour the contents of the bag into cold water using the
proportion of 5 kg of the product to approx. 0.6 litres of
water, and mix thoroughly.
APPLICATION
Apply the mortar to the prepared substrate in the same
way as with a conventional cement screed of semi-dry
consistency. Use a straight edge or float to level a fresh
mortar. After initial setting, trowel the surface smooth.
The mortar should be used within 2 hours. If it is
thickening during this time, it should be stirred again
without adding more water. Coverage: approx. 2
kg/m² for 1 mm of layer thickness. Layer thickness:
from 20 up to 80 mm. Ready for foot traffic: after
approx. 48 hours at a temperature of 18˚C. Work
temperature: +5˚C ÷ 25˚C.
CURING
During setting, protect against drying out too quickly.
After initial setting, expansion joints should be installed
and curing should be done in the same way as with a
conventional concrete.

 

FURTHER WORKS

Tiles can be laid after approximately 48 hours (the
curing time can be shortened). Floor coverings, parquet
and panels can be installed after the mortar has totally
dried. Drying time: ~ 1.5 mm of layer thickness per
day.
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CEKOL WB-80 Concrete screed

TECHNICAL DATA

Meets requirements EN 13813 CT-C20-F5 Cement based screed, tensile
strength class C25 and F5

Reaction to fire A1fl

Release of corrosive substances CT

Compression strength ≥20 N/mm²

Flexural strength ≥5 N/mm²
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CEKOL WG-50
Self-levelling screed

• Non-shrinking
• Layer thickness from 30 to 50 mm
• Walkable after 6 hours
• For standard and heated surfaces
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APPLICATION AND PROPERTIES

• CEKOL WG-50 is used for manual or mechanical
covering of primers and substrates for ceramic and
stone tiles, PVC covering, textiles, panels, wooden
floors etc.
• It can be applied only indoors on stabilised and dry
mineral surfaces, in rooms with relative humidity up to
70%.
• CEKOL WG-50 mortar can be applied in the layers
of thickness of 3 to 50 mm, as a composite screed on a
separating layer or as a floating base.
• The mortar can also be used in floor heating
systems applications.
• CEKOL WG-50 is a dry mixture of synthetic gypsum,
mineral fillers and modifying additives.

APPLICATION

PREPARATION OF THE SUBSTRATE
The substrate should be clean, compact, carrying and
free of grease. Before covering, the base must be
stabilized and dry. Tensile strength of the base, in the
case of composite layer, should be greater than 1.5
MPa.
PRIMING
Before covering, the substrate should be primed twice
with CEKOL DL-80 emulsion. The screed should be
separated from walls and expansion joints existing in
the substrate should be moved to the surface after
binding. The maximum single surface without internal
expansion joints is 50 m2. In the case of very weak
substrates, CEKOL WG-50 screed should be made on a
separating layer. The thickness of the base on a
separating layer and as a floating primer should be
minimum 35 mm. The thickness over the heating
element - at least 10 mm.
PREPARATION OF THE SUBSTRATE
Pour the contents of the package into the water in a
proportion of about 7 litres of water per 20 kg of dry
powder and mix until a uniform mixture is obtained.
After 5 min. mix the mortar thoroughly again. The
mortar should be used within 30 minutes from mixing.
In the case of mechanical covering, find the right
amount of water to reach the desired consistence.
LAYING AND CURING
Cover the ready substrate with the liquid mortar and
level with a trowel or a patch and vent with a spiked
roller, brush or rake. When laid, the fresh mortar must
be protected from direct sunlight and sufficient
ventilation in the room must be provided. In the case of
heated surface, turn off the floor heating before
covering. It can be turned on after 7 days.
FURTHER WORKS
Floor coverings, parquet, panels and ceramic tiles can
be laid when the screed is completely dry (less than 1%
of moisture). In the event of tarnish on the surface it
should be grinded down, which will facilitate and speed
up the drying process. Before sticking ceramic tiles it is
recommended to prime the surface with CEKOL GS-83
KONTAKT. Stick the tiles using the two-sided method
preferably, using flexible adhesives such as CEKOL
C-10 or CEKOL C-11. Available for pedestrian traffic: ~
6 hours at + 18ºC. Drying time: ~1.5 mm per day.
Coverage: ~ 15 kg/m²/1cm of layer thickness. Work
temperature: +5ºC to + 25ºC.
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CEKOL WG-50 Self-levelling screed

TECHNICAL DATA

Meets requirements EN 13813 CA-C30-F5 Calcium sulphate based screed,
resistance class C30 and F5

Bending strength ≥ 5 N/mm²

Compression strength ≥ 30 N/mm²

Reaction to fire A1fl
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CEKOL ZK-1
Mortar for clinker bricks

• Contains trass
• Reduces efflorescence
• Water permeable
• For interior and exterior use

APPLICATION AND PROPERTIES

• Masonry mortar for clinker bricks is a
factory-produced compound of cement, appropriately
selected fillers and modifying additives.
• Maximum grain size is 2 mm.
• The content of trass reduces the risk of
efflorescence.
• The mortar is suitable for simultaneous bricklaying
and joining of walls made of clinker elements (so called
filled-joint bricklaying).
• The mortar is easy to apply and offers good
adhesion as well as water and frost resistance.
• Designed for indoor and outdoor use.
• Layer thickness: 6 ÷ 40 mm.

INSTRUCTIONS FOR USE

PREPARATION OF BRICKS
The bricks should be clean and dry.

PREPARATION OF MORTAR
Pour the content of package to cold water, using
approximately 3 litres of water per 25 kg of dry mortar
and thoroughly mix until a homogeneous compound
with no lumps is obtained.
BRICKLAYING
Apply mortar according to the principles of bricklaying
with fully filled joints. Immediately remove any
smudges of dirt occurring on the brick faces. Smoothen
the joints before the mortar sets. Once prepared, the
mortar should be used within 2 hours. If thickens
earlier, mix it again without adding any water.
Consumption (1 m2 of 12 cm thick wall made of
traditional size bricks and 1 cm thick joints): about 34
kg of mortar.

Application temperature and substrate temperature:
+5˚C ÷ +25˚C.
CURING
During the works and for several days after their
completion protect the wall against excessive solar
radiation and rainwater.
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CEKOL ZK-1 Mortar for clinker bricks

TECHNICAL DATA

Meets requirements EN 998-2 General purpose mortar for masonry,
according to the recipe (G

Mass proportion of components - cement/aggregate 1:5

Compression resistance Class M15 (≥15 N/mm²)

Initial shear resistance (tabular value) 0.15 N/mm²

Content of chlorides < 0.1%

Reaction to fire A1

Reaction to fireA1 Water absorption ≤ 0.15 kg/m²min0,5

Steam permeability factor (tabular value) 15/35

Thermal conductivity (tabular value) 0.8 W/mK

Durability – mass decrement after freezing and
thawing cycles

≤ 3 %

 CEDAT Sp. z o.o., ul. Budowlanych 19, 80-298 Gdansk | tel. +48 58 768 21 01 | fax:+48 58 768 21 40 | INFOLINIA 0 801 623 565 w godz. 8-18 80/124 



CEKOL ZMT-20
Masonry and rendering mortar

• Universal application
• Excellent adhesion
• Layer thickness from 5 to 20 mm
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APPLICATION AND PROPERTIES:

The masonry mortar and plaster is a multi-purpose
product. It is suitable for brick, gas concrete and
ceramsite concrete walls as well as other wall
elements. It can be used for preparing traditional
plasters on mineral substrates and for refilling defects
on walls and ceilings. It is characterised by easy
application and good adhesion. The mortar is
frost-resistant and waterproof. For indoor and outdoor
use. It is a factory-produced mixture of cement,
carefully selected fillers and modifiers.

INSTRUCTION FOR USE:

PREPARATION OF THE SUBSTRATE
Using a spatula, remove the remains of emulsion and
oil paints, and loose grains of sand. The substrate
should be clean, tight and free of grease. Before
applying the mortar, spray the dry surface with water.
PRIMING
Highly absorbent substrates should be primed with a
deep penetrating primer CEKOL DL-80
PREPARATION OF THE MORTAR
Pour the package content into cold water in a
proportion of approx. 0.7 litres of water per a 5 kg
package and mix thoroughly.
APPLICATION
The prepared mortar should be used within 2 hours. If
the mixture thickens, mix it again but do not add
water. Capacity: approx. 1.8 kg/m2 per 1 mm of layer
thickness. Approx. 0.55 litres of mortar is obtained
from 1 kg of the product. Layer thickness 5÷20 mm.
Temperature of application and substrate
+5°C÷25°C. Meets the requirements of EN
998-2:2016 General purpose mortar manufactured in
the factory according to regulation (G). EN 998-1:2016
General purpose (GP) plaster. Suitable for brick walls,
ceilings, columns and partition walls. For external and
internal use. Reaction to fire :  A1. Thermal
conductivity coefficient, λ10,dry  ≤ 0.82 W/m·K
for P=50% (average tabular value: EN 1745:2012,
Table A.12). Density, kg/m3 : 1760 – 1890.
Hazardous substances: Portland cement clinker,
calcium dihydroxide.

Plaster: Water absorption : W1. Vapour permeability
coefficient, µ : ≤ 12. Adhesion:  ≥ 0.3
N/mm²,FP-B. Persistence (freeze-thaw-resistance) :
Frost resistant mortar.

Mortar: Ratio of ingredients: cement/aggregate : 1:5.
Chloride content :  < 0.1 %. Water absorption :  ≤
0.4 kg/m²·min0.5. Vapour permeability, vapour
diffusion coefficient µ: 15/35 (tabular value: EN
1745:2012, Table A.12). Persistence – loss in mass
after freezing and thawing cycles : ≤ 2%. 
Compression strength ≥ 5 N/mm².
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CEKOL ZMT-20 Masonry and rendering mortar

TECHNICAL DATA

Meets requirements EN 998-2:2016 General purpose mortar manufactured
in the factory according to regulation (G). EN
998-1:2016 General purpose (GP) plaster. Suitable for
brick walls, ceilings, columns and partition walls.

Capacity: approx. 1,8 kg /m²/mm

Temperature of application and substrate +5°C÷25°C

Ratio of ingredients: cement/aggregate 1:5

Adhesion ≥ 0.3 N/mm2,FP-B

Compression strength ≥ 5 N/mm²

Chloride content < 0.1 %

Water absorption ≤ 0.4 kg/m2·min0.5

Persistence – loss in mass after freezing and thawing
cycles

≤ 2%

Reaction to fire A1

The product has a hygienic approval
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CEKOL DL-50
SILVER
Universal deep penetreiting
primer

• Improves bond strength
• Stabilizes the substrate
• For interior and exterior use
• To be applied before paint, skim, plaster or adhesive

APPLICATION AND PROPERTIES

• CEKOL DL-50 is a solvent-free emulsion for priming
absorbent mineral substrates during any renovation
and finishing works.
• It is also used to prepare the surface before
painting, in accordance with the paint manufacturer's
recommendations.
• It can be used inside and outside buildings.
• The emulsion strengthens the substrates and
increases their durability.
• It improves the adhesion of finishing materials to
the substrate.
• CEKOL DL-50 is non-toxic and non-flammable.
• When dry, it forms a transparent coating which
does not inhibit the exchange of water vapour and
gases with the environment and which is resistant to
water and alkaline agents.

APPLICATION

PREPARATION OF THE SUBSTRATE
Using a spatula, remove the remains of emulsion and
oil paints, loose grains of sand, etc. The substrate must
be clean, tight and free of grease.

PRIMING
The emulsion is ready to use. The product should be
applied with a brush, roller or spray, preferably 2-3
times. The next layer can be applied after the first one
dries.

FURTHER WORKS
When the primed surface is completely dry, proceed to
the next steps, such as plastering, applying the plaster
finishing coat, painting, etc.
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CEKOL DL-50 SILVER Universal deep penetreiting primer

TECHNICAL DATA

It meets the requirements of PN-C-81906:2003

Drying time; depending on the temperature and
humidity

~6 h

Consumption from 1 litre: depending on the absorption
capacity of the substrate

5 ÷ 15 m²

Application and substrate temperature +5°C ÷ +25°C

 CEDAT Sp. z o.o., ul. Budowlanych 19, 80-298 Gdansk | tel. +48 58 768 21 01 | fax:+48 58 768 21 40 | INFOLINIA 0 801 623 565 w godz. 8-18 86/124 



CEKOL GB-87
Primer white for exterior
renders

• Contains quartz aggregate
• Pigmentable
• Intended for interior and exterior use

PROPERTIES AND APPLICATION

• Cekol GB-87 is a preparation on the basis of water
soluble acrylic resin used to prepare the substrate
before application of thin-layer façade plasters on
mineral substrates.
• After drying, it forms a white, coarse coat, resistant
to water and alkaline agents. The coating does not
inhibit the exchange of water vapour and gases with
the environment.
• Cekol GB-87 improves the bonding uniformity,
coat-to-substrate adhesiveness, and makes application
easier.
• It can be used inside and outside buildings.
• It is non-toxic and non-flammable.
• The primer is available in white colour. In order to
obtain a required colour, the primer can be coloured
with available pigments in form of liquid concentrates
or pastes.

APPLICATION

PREPARATION OF THE SUBSTRATE
Using a spatula, remove the oil paint residues, loose
grains of sand, etc. The substrate must be clean, tight
and free of grease.
PREPARATION OF THE PRIMER
Before using, the contents of the package must be
mixed thoroughly in order to make the consistency
smooth.
PRIMING
Apply the primer evenly on the prepared surface with a
brush, roller or spraying equipment. Protect the
adjacent elements against contamination. If necessary,
remove the fresh stains with water.
FURTHER WORKS
When the primed substrate dries completely, further
actions can be taken.
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CEKOL GB-87 Primer white for exterior renders

TECHNICAL DATA

It meets the requirements of PN-C-81906:2003

Drying time; depending on the temperature and
humidity

2 ÷ 24 h

Consumption from 1 kg; depending on the absorption
capacity of the substrate

3 ÷ 4 m²

emperature of application and substrate +5 ÷ +25°C
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CEKOL DL-80 GOLD
Special deep penetrating
primer

• Reduces absorbability
• Increases adherence
• Srrengthens base
• For indooor and autdoor use

DEEP PENETRATING PRIMER

• CEKOL DL-80 is a water-soluble, deep penetrating
emulsion which does not contain solvents and is used
for priming absorbable, mineral surfaces before
applying fillers, self-levelling floors or sticking on
ceramic tiles.
• It may be applied inside buildings and outside.
• CEKOL DL-80 strengthens surfaces, increases
uniform binding of finishing materials used, at the
same time increasing their adherence and durability.
• It inhibits detrimental chemical reactions between
gypsum and cement.
• CEKOL DL-80 is a non-toxic and non-flammable
emulsion.
• After drying, a transparent and slightly glossy coat
is formed which is water and alkaline agents resistant
at the same time allowing for water and gases to
vapour.

INSTRUCTIONS FOR USE

PREPARATION OF THE SUBSTRATE
Non-grease base must be clear of loose pieces,
particles, dust and of non-absorbable elements like oils,
oil and acrylic paint, etc.

PRIMING
The emulsion is ready for use. The product should be
applied, preferably once or twice, with a brush, a roller
or by spraying. The second layer shall be applied once
the first one has dried. If need be, the emulsion may be
diluted with water in 1:1 ratio.

FURTHER WORK
Once the primed surface has completely dried,
follow-up works may be carried out.
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CEKOL DL-80 GOLD Special deep penetrating primer

TECHNICAL DATA

Meets the requirements of PN-C-81906:2003

Dry residue content ≥ 10 %

Drying time depends on the ambient temperature and
humidity

~ 2 h

Coverage for 1 litre – differs depending on base
absorbability

5 ÷ 15 m²

Base and application temperature +5 ÷ +25 °C

Product has a hygienic approval
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CEKOL DL-K MAX
Primer concentrare

• Penetrates deeply
• Decreases absorption
• Stabilizes the substrate
• Improves adhesion

APPLICATION AND PROPERTIES:

• Used for priming absorbable mineral substrates
before smoothing and levelling the substrate, before
gluing ceramic tiles, etc.
• Used for priming surfaces for painting in
accordance with the paint manufacturer’s
instructions.
• Reinforces the substrate and equalises its
absorption capacity, improves the bonding uniformity
of used materials, increases their adhesion to the
substrate as well as their strength
• Prevents harmful chemical reactions between
gypsum and cement
• Can be used inside and outside buildings and is
non-toxic and non-flammable.
• After drying, the product creates a transparent,
slightly glossy coating, resistant to water and alkaline
agents. The coating does not inhibit the exchange of
water vapour and gases with the environment.
• Water-soluble acrylic resin concentrate with low
molecular weight used to prepare deep penetrating
primer.

INSTRUCTIONS FOR USE

PREPARATION OF THE SUBSTRATE
Using a spatula, remove the emulsion or oil paint
residues and loose grains of sand. The substrate should
be clean, tight and free of grease.

PREPARATION OF THE PRIMER
Dilute 0.5 litres of the concentrate with water
according to the intended use, using 2 to 5.5 litres of
water. In order to obtain deep penetrating primer
CEKOL DL-80, add 2 litres of water for each 0.5 litre of
concentrate. In order to obtain universal primer or
primer for painting, add 5.5 litre of water for each 0.51
litre of concentrate.

PRIMING
After diluting the concentrate, the product is to be
applied with brush, roller or spray. Depending on the
degree of dilution and absorption capacity of the
substrate, priming can be repeated after drying of the
first layer.
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CEKOL DL-K MAX Primer concentrare

TECHNICAL DATA

It meets the requirements of PN-C-81906:2003

Content of dry residue after dilution in 2 litres of water 10 ±0.5%

Drying time; depending on the temperature and
humidity

~2 h

Consumption from 1 litre after dilution; depending on
the absorption capacity of the substrate

5 ÷ 15 m²

Application and substrate temperature +5 ÷ +25 °C
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CEKOL GS-83
KONTAKT
Primer

• Improves adhesion
• Contains quartz aggregate
• Forms coarse coat

APPLICATION AND PROPERTIES

• CEKOL GS-83 Kontakt is a product used for priming
smooth surfaces, ceilings and prefabricated elements
made from smoothly planked concrete or reinforced
concrete elements.
• It reinforces the substrate, improves the bonding
uniformity and increases the adhesion of plasters,
putties and mortars to difficult surfaces.
• It can be used inside and outside buildings.
• After drying, the product creates a transparent
rough coating resistant to water and alkaline agents.
The coating does not inhibit the exchange of water
vapour and gases with the environment.
• It is non-toxic and non-flammable.

APPLICATION

PREPARATION OF THE SUBSTRATE
Using a spatula, remove the oil paint residues, loose
grains of sand, etc. The substrate must be clean, tight
and free of grease.
PREPARATION OF THE PRIMER
The product is ready for use. Before using, the contents
of the package must be mixed thoroughly in order to
make the consistency smooth.
PRIMING
Apply primer evenly on the prepared surface with a
brush, roller or spraying equipment. Protect the
adjacent elements against contamination. If necessary,
remove the fresh stains with water.
FURTHER WORKS
When the primed substrate dries completely, further
actions can be taken.
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CEKOL GS-83 KONTAKT Primer

TECHNICAL DATA

It meets the requirements of PN-C-81906:2003

Drying time; depending on the temperature and
humidity

2 ÷ 24 h

Consumption from 1 kg; depending on the absorption
capacity of the substrate

3 ÷ 4 m²

Temperature of application and substrate +5 ÷ +25°C
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CEKOL TERMO S1
Styrofoam adhesive

• High yield
• Excellent adhesion
• Easy to apply
• Water and frost resistant

APPLICATION AND PROPERTIES

• CEKOL TERMO S1 is applied to sticking the thermal
insulation of polystyrene to mineral surface, inside and
outside the facilities.
• CEKOL TERMO S1 is part of the heating system
CEKOL TERMO S. The system includes:

Primer to the surface CEKOL DL-80

Primer to the surface CEKOL DL-80

Adhesive for polystyrene CEKOL TERMO S1

Adhesive for grid embedding CEKOL TERMO S2

Primer for plastering CEKOL GB-87

Mineral plaster CEKOL C-35

INSTRUCTIONS FOR USE

THE SURFACE PREPARATION
Remove the residues of emulsion and oil paints as well
as loose grains of sand using a spatula. The surface
should be clean, closed and free from grease.
PRIMING
High-absorbed surfaces and exposed to moisture
should be grounded with the priming emulsion
MORTAR PREPARATION
Pour the package contents to cold water in a ratio of 5
to 5.5 litres of water per 25 kg bag and mix thoroughly,
preferably with a mechanical stirrer. Then wait for
approximately 3 minutes and again mix well. The time
of mortar application approx. 3 hours.
APPLICATION
In order to stick the thermal insulation of polystyrene,
apply the adhesive in points using no less than 12
points on 1m², the volume of not less than 120cm³
each. Additionally, on the polystyrene boards, apply
mortar on the edges to form a frame around the board
of a width of 3 cm and a thickness of approx. 1 cm.
Stick the insulating boards up to 20 minutes after the
mortar has been applied on the polystyrene. The
insulating boards arrangement can be adjusted up to
10 minutes since they have been sticked. Performance:
polystyrene sticking - approx. 4 kg/m². The
temperature of the performed works: from +5ºC to
+25ºC.
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CEKOL TERMO S1 Styrofoam adhesive

TECHNICAL DATA

Meets requirements PN-EN 13499 ETICS-EPS-EN 13499-2.5-F-I2-PE200

Adhesive mortar for gluing of foamed polystyrene
boards in the CEKOL TERMO S thermal insulation
system

The declared thermal resistance for polystyrene of a
thickness of 100 mm, λ 0,04 W/m∙K

2.5 m²∙K/W

Reaction to fire Euroclass F

Impact resistance I 2

Resistance to crushing PE 200
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CEKOL TERMO S2
Adhesive compound for
embedding glass fibre mesh

• Fiber-reinforced
• Waterproof and frost-resistant
• Non-absorbent
• Suitable for manual or mechanical application

APPLICATION AND PROPERTIES

• CEKOL TERMO S2 is applied to embed the grid of
the fibre glass to the thermal insulation made of
polystyrene, inside and outside the facilities.

• It shows high adhesion to the surface and is
resistant to scratches due to contained fibres.

• The mortar is an excellent priming for precious
plasters in the external facilities heating system -
ETICS.

• CEKOL TERMO S2 is part of the heating system
CEKOL TERMO S. The system includes:

Primer to the surface CEKOL DL-80

Adhesive for polystyrene CEKOL TERMO S1

Adhesive for grid embedding CEKOL TERMO S2

Primer for plastering CEKOL GB-87

Mineral plaster CEKOL C-35

INSTRUCTIONS FOR USE

THE SURFACE PREPARATION
Before the grid is embedded, check the condition of the
surface of the polystyrene boards; fill any inequalities
and holes in points of connections assembly.

MORTAR PREPARATION
Pour the package contents to cold water in a ratio of 5
to 5.5 litres of water per 25 kg bag and mix thoroughly.
The time of mortar application approx. 3 hours.

APPLICATION
Apply the mortar on the board surface with a thickness
equal to approx. 3-4 mm, and then applied the grid
straps to embed into a mortar layer. The grid must be
fully embedded not to make its colour visible on the
surface. Apply the appropriate corner strips and
additional grid strips. Performance: grid embedding -
approx. 4 kg/m2. The temperature of the performed
works: from +5ºC to +25ºC.
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CEKOL TERMO S2 Adhesive compound for embedding glass fibre mesh

TECHNICAL DATA

Meets requirements PN-EN 13499 ETICS-EPS-EN 13499-2,5*-F-I2-PE200

Fibre mesh reinforced adhesive mortar for preparation
of reinforced layer in CEKOL TERMO S thermal
insulation system

The declared thermal resistance for polystyrene of a
thickness of 100 mm, λ 0,04 W/m∙K

2.5 m²∙K/W

Reaction to fire Euroclass F

Impact resistance I 2

Resistance to crushing PE 200
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CEKOL TERMO W1
Mineral wool adhesive

• Water and frost resistant
• Non-absorbent
• Plastic
• Suitable for manual or mechanical application

APPLICATION AND PROPERTIES

• CEKOL TERMO W1 is applied to sticking the thermal
insulation of mineral wools to mineral surface, inside
and outside of the facilities.

• CEKOL TERMO W1 is part of the heating system
CEKOL TERMO W. The system includes:

Primer to the surface CEKOL DL-80

Adhesive for the mineral wool CEKOL TERMO W1

Adhesive for grid embedding CEKOL TERMO W2

Primer for plastering CEKOL GB-87

Mineral plaster CEKOL C-35

INSTRUCTIONS FOR USE

THE SURFACE PREPARATION
The surface should be clean, closed and free from
grease. Paint, loose grains of sand and plaster and any
layer temporally connected to the ground should be
removed.
PRIMING
High-absorbed surfaces and exposed to moisture
should be grounded with the priming emulsion CEKOL
DL-80.
MORTAR PREPARATION
Pour the package contents to cold water in a ratio of 5
to 5.5 litres of water per 25 kg bag and mix thoroughly,
preferably with a mechanical stirrer. Then wait for
approximately 3 minutes and again mix well. The time
of mortar application approx. 3 hours.
APPLICATION
In order to stick the thermal insulation of mineral wool,
apply the adhesive in points using no less than 12
points on 1m², the volume of not less than 120cm³
each. Additionally, on the mineral wools boards, apply
mortar on the edges to form a frame around the board
of a width of 3 cm and a thickness of approx. 1 cm.
Stick the insulating boards up to 20 minutes after the
mortar has been applied on the wool. The insulating
boards arrangement can be adjusted up to 10 minutes
since they have been sticked.
PERFORMANCE
Wool sticking - approx. 4 kg/m2. The temperature of
the performed works: from +5ºC to +25ºC.
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CEKOL TERMO W1 Mineral wool adhesive

TECHNICAL DATA

Meets requirements PN-EN 13500 ETICS-MW-EN 13500-1,2-F-I10-PE200

Adhesive mortar for gluing of mineral wool in the
CEKOL TERMO W thermal insulation system

The declared thermal resistance for polystyrene of a
thickness of 50 mm, λ 0,041 W/m∙K

1.2 m²∙K/W

Reaction to fire Euroclass F

Impact resistance I 10

Resistance to crushing PE 200
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CEKOL TERMO W2
White adhesive compound for
embedding glass fibre mesh

• Fibre-reinforced
• Water and frost resistant
• Non-absorbable
• For manual and mechanical application

APPLICATION AND PROPERTIES

• CEKOL TERMO W2 is applied to embed the grid of
the fibre glass to the thermal insulation made of
mineral wool, inside and outside the facilities.

• It shows high adhesion to the surface and is
resistant to scratches and cracks due to contained
fibres.

• The mortar is an excellent grounding for precious
plasters in the external facilities heating system of the
external facilities walls - ETICS.

• CEKOL TERMO W2 is part of the heating system
CEKOL TERMO W. The system includes:

Primer to the surface CEKOL DL-80

Adhesive for the mineral wool CEKOL TERMO W1

Adhesive for grid embedding CEKOL TERMO W2

Primer for plastering CEKOL GB-87

Mineral plaster CEKOL C-35

INSTRUCTIONS FOR USE

THE SURFACE PREPARATION
Before the grid is embedded, check the condition of the
surface of the mineral wool boards; fill any inequalities
and holes in points of connections assembly.

MORTAR PREPARATION
Pour the package contents to cold water in a ratio of 5
to 5.5 litres of water per 25 kg bag and mix thoroughly.
The time of mortar application approx. 3 hours.

APPLICATION
Apply the mortar on the board surface with a thickness
equal to approx. 3-4 mm, and then applied the grid
straps to embed into a mortar layer. The grid must be
fully embedded not to make its colour visible on the
surface. Apply the appropriate corner strips and
additional grid strips. Performance: grid embedding - 4
kg/m². The temperature of the performed works: from
+5ºC to +25ºC.
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CEKOL TERMO W2 White adhesive compound for embedding glass fibre mesh

TECHNICAL DATA

Meets requirements PN-EN 13500 ETICS-MW-EN 13500-1,2-F-I10-PE200

Fibre mesh reinforced adhesive mortar for preparation
of reinforced layer in CEKOL TERMO W thermal
insulation system

Proportions of the mixture 0.2 l of water per 1 kg of dry powder

The declared thermal resistance for polystyrene of a
thickness of 50 mm, λ 0,041 W/m∙K

1.2 m2∙K/W

Reaction to fire Euroclass F

Impact resistance I 10

Resistance to crushing PE 200
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CEKOL C-35
SPOTTED RENDER
White mineral render

• For manual or mechanical application
• Grain size 1.5 and 2.5 mm
• Resistant to microcracking
• Resistant to efflorescence and biological growth

APPLIDATION AND PROPERTIES

• It is a dry mixture of white cement, white mineral
fillers, and modifying agents.
• It is used for single coat render for interior and
exterior use.
• is an excellent primer for mineral, silicone, silicate
and acrylic paints.
• It is recommended that the outer layer of CEKOL
Termo S and CEKOL Thermo W Thermal Insulation
Systems.
• Available in two thickness options 1.5 and 2.5 mm.
• The product is suitable for manual and mechanical
applying with appropriate units and devices.

INSTRUCTIONS FOR USE

PREPARATION OF THE SUBSTRATE
Using a spatula, remove the residues of emulsion or oil
paints and loose grains of sand. The surface should be
clean, tight, and free of grease.
PRIMING
Highly absorbent substrates should be primed with
CEKOL DL-80 emulsion. Prior applying of the finishing
layer on the reinforcement layer in the ETICS systems,
it is recommended to apply CEKOL GB-87 primer or
CEKOL DL-80 deep penetrating primer.
PREPARATION OF THE MORTAR
Pour 1 kg powder to 0.16 - 0.20 litres of water and mix
thoroughly.
APPLICATION OF THE MORTAR
Mortar is applied to the prepared surface to a depth
equal to the largest grain, then aligned and rubbed
until the desired texture. The mortar should be used for
3 hours. Application and substrate temperature:
+50°C ÷ +250°C. Consumption: Cekol C-35 Grain
1.5mm 2.3 kg per 1sqm; Cekol C-35Grain 2.5mm 3.5
kg per 1sqm
FURTHER WORKS
Protect fresh mortar against sudden rain and rapid
drying.

 CEDAT Sp. z o.o., ul. Budowlanych 19, 80-298 Gdansk | tel. +48 58 768 21 01 | fax:+48 58 768 21 40 | INFOLINIA 0 801 623 565 w godz. 8-18 105/124 



CEKOL C-35 SPOTTED RENDER White mineral render

TECHNICAL DATA

Meets requirements PN-EN 998-1:2004 OC CS II W 2

Reaction to fire A1

Water absorption c ≤ 0,2 kg/m²min0,5

Adhesion after seasoning cycles ≥ 4 N/mm²

Compression strength ≥ 0,3 N/mm², FP-b

Water vapour transmission coefficient (µ) 15/34

The water transmission on the concrete surface after
seasoning cycles

≤ 1 ml/cm2 after 48h
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CEKOL OC-01
Cement scratch coat

• excellent adhesion
• machine /manual application
• Water and frost resistant

CEMENT SCRATCH COAT

CEKOL cement scratch coat is a factory made dry
mixture of cement, lime, aggregates in appropriately
proportioned admixtures. The coat is easy to apply and
has excellent adhesive qualities. Following hardening it
provides a waterproof and frost- proof layer. Mortar
type: GP CS IV W 1.
CEKOL cement scratch coat is for mechanical or
manual application of traditional plasters on brick,
concrete and gas concrete, expanded clay aggregate
concrete and other mineral bases. It can be used for
interior or exterior scratch coating of flats, basements,
bathrooms, garages and as a base coat for cement and
cement-lime plaster. It is especially recommended for
use of CEKOL ZT-02 and CEKOL ZT-08 plaster. Coat
thickness: around 5 mm.

INSTRUCTION FOR USE

SURFACE PREPARATION AND APPLICATION
It is recommended to apply scratch coat after
settlement, shrinkage and drying of walls.
Any surface must be properly prepared to provide both
a good adhesion of the coat to the base, and a durable,
stiff and stable finish. To eliminate the need to apply
additional plaster layers an even surface is required.
The base must be clean, compact, carrying and free of
grease. Any loose paint coats, sand and plaster
particles must be removed, as well as layers not
bonded inseparably with the base. After cleaning and If
the preparation and cleaning outlines are followed the
surface will be ready for application.
Any profiles must be installed using cement or
cement-lime mortar.
Prior to application of plaster dampen the base with
clean water, depending on absorption. Apply scratch
coat with a plaster unit or manually. Water proportions
can be dterminedby trial procedures according to
plaster unit type and desired mixture’s consistence.
In case of manual application, pour the package
contents into cold water in proportion 4.5 litre of water
for 25 kg bag and mix thoroughly.
Apply 5 mm thick scratch coat.
Further plastering may follow after hardening and
sprinkling the scratch coat with water, min. after 24h.
Protect the fresh coat against adverse weather
conditions (strong wind, rain, frost) and prompt drying.
Consumption ~ 1.8 kg/m²/1mm. Work and base
temperature: +5 - +25°C. During plaster drying and
maturing temperature shall be above +5°C.
Store in original packages, in a dry place –shelf life
up to 12 months from date of manufacture. Date of
manufacture and manufacturer’s symbol on the
package. The product is approved hygienically.
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CEKOL OC-01 Cement scratch coat

TECHNICAL DATA

Meets requirements EN-998-1 GP CS IV W 1

Reaction to fire A1

Water absorption W1

Adhesion = 0.5 N/mm², FP-b

Thermal conductivity coefficient = 6 N/mm²

Compression strength 15/35 (tabular value)

Water vapour transmission ratio 0.88 W/mK (tabular value)
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CEKOL TLG-48
Machine gypsum plaster

• Plastering of walls and ceilings
• Extended working time
• Excellent adhesion to the substrate
• Increased thermal insulation properties
• Layer thickness 3 - 30 mm

Light Durable

LIGHTWEIGHT PLASTER FOR MECHANICAL
APPLICATION

• CEKOL TLG-48 is used for mechanical application of
plasters in dry rooms of the relative air humidity up to
70%, on mineral substrates.
• The product can also be applied manually.
• CEKOL TLG-48 is a mixture of synthetic gypsum,
mineral fillers, lightweight aggregates and modifying
additives.

APPLICATION

PREPARATION OF THE SUBSTRATE
Using a spatula, remove the remains of emulsion and
oil paints, and loose grains of sand. The substrate
should be clean, tight and free of grease.
PRIMING
Highly absorbent substrates and substrates showing
uneven absorption properties  need to be primed with
the CEKOL DL-80 GOLD. Smooth surfaces and ceilings
should be primed with the CEKOL GS-83 CONTACT
preparation.
PREPARATION OF THE MORTAR
For manual application of the mortar, pour 1 kg of
powder to 0.6 l of cold water (about 12 litres per 20 kg
package) and mix it thoroughly. When applying the
plaster with the use of machines, the amount of water
should be determined experimentally, depending on
desired thickness of layer, type of base and plastering
equipment.
EXECUTION OF THE PLASTER
Prime the substrate, fasten the corners and profiles (if
used), then apply the plaster mechanically (or
manually) to the prepared substrate. When using
plastering equipment, apply the mortar of the proper
density on the substrate in horizontal overlaying strips.
Apply the plaster top-to-bottom. Preliminarily even the
applied plaster with an aluminium trowel. After its
partial hardening, form the surfaces and angles. In the
final stage of hardening, sprinkle with water, remove
the slurry and smooth with a trowel. Do not plaster
frozen surfaces and fresh concrete surfaces. Layer
thickness: approx. 10 mm. Apply a single layer of
plaster on ceilings. Plaster thickness on ceilings: up to
15 mm. Processing time 3÷4 h. Capacity: approx. 0.9
kg/m2/mm. Temperature of application and substrate:
+5 ÷ +25°C.
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CEKOL TLG-48 Machine gypsum plaster

TECHNICAL DATA

Meets requirements EN 13279-1

Beginning of bonding ≥60 min

Adhesion to substrate ≥1 N/mm²

Flexural strength ≥2 N/mm²

Compression strength ≥0.3 N/mm²

Reaction to fire A1

The product has a hygienic approval
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CEKOL TR-49
Gypsum-based plaster for
manual application

• Plastering of walls and ceilings
• Corner filling
• Machining of window and door openings
• Increased thermal insulation properties
• Layer thickness 3-30 mm

LIGHT DURABLE

GYPSUM BASED BUILDING PLASTER FOR MANUAL
APPLICATION

• CEKOL TR-49 is used for manual application of
plasters in dry rooms of the relative air humidity up to
70%, on mineral substrates.
• CEKOL TR-49 is a mixture of synthetic gypsum,
mineral fillers, lightweight aggregates and modifying
additives.

APPLICATION

PREPARATION OF THE SUBSTRATE
Using a spatula, remove the remains of emulsion and
oil paints, and loose grains of sand. The substrate
should be clean, tight and free of grease.
PRIMING
Highly absorbent substrates should be primed with the
CEKOL DL-80 GOLD Deep penetrating priming
emulsion. Smooth surfaces and ceilings should be
primed with the CEKOL GS-83 CONTACT preparation.
PREPARATION OF THE MORTAR
The package content (20 kg) should be poured into
approx. 12 l of cold water and mixed thoroughly.
APPLICATION
Fasten the corners and profiles (if used), then apply the
plaster to the prepared substrate and preliminary even
with an aluminium trowel. After partial hardening of the
plaster, form the surfaces and angles. In the final stage
of hardening, sprinkle with water, remove the slurry
and smooth with a trowel. Do not plaster frozen
surfaces and fresh concrete surfaces. Layer thickness
3-30 mm. Apply a single layer of plaster on ceilings.
Plaster thickness on ceilings should not exceed 15 mm.
Processing time ~2 h Capacity ~1 kg/m2/mm.
Temperature of application and substrate: (+5 ÷
+25)°C.
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CEKOL TR-49 Gypsum-based plaster for manual application

TECHNICAL DATA

Meets requirements EN 13279-1 Lightweight gypsum based building
plaster for manual application

Beginning of bonding ≥60 min

Flexural strength ≥1 N/mm²

Compression strength ≥3 N/mm²

Adhesion to base ≥0.3 N/mm²

Reaction to fire A1

The product has a hygienic approval
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CEKOL ZT-02
Cement-lime render

• Smooth surface
• Good bond strength
• Easy to work on

CEMENT-LIME BUILDING PLASTER FOR
MECHANICAL APPLICATION

• CEKOL ZT-02 is used for mechanically or manually
preparing traditional plasters on brick, concrete, gas
concrete, ceramsite concrete as well as other mineral
substrates.
• For use inside and outside buildings, as plaster
coating in living quarters, basements, bathrooms,
garages and as a primer for stucco.
• It allows obtaining an exceptionally smooth surface,
suitable for painting.
• It is characterised by easy application and good
adhesion. After hardening, it is frost-resistant and
waterproof.
• CEKOL ZT-02 is a dry mixture of cement, lime,
carefully selected fillers and modifying additives

APPLICATION

PREPARATION OF THE SUBSTRATE
The surface should provide good adhesion between the
mortar and substrate; it should be durable, rigid and
should not change dimensions. The surface should also
be even so that there is no need to thicken the plaster
too much. The substrate should be clean, tight and free
of grease. Paints, loose grains of sand and plaster, as
well as layers not bonded permanently with the
substrate should be removed.
CEMENT RENDERING
Before applying the plaster, spray the surface with
clean water in the amount appropriate for the
absorption capacity of the substrate and apply the
rendering with CEKOL CEMENT RENDER. Wait at least
24 h between applying the rendering and the actual
layer of CEKOL ZT-02 plaster.
PREPARATION OF THE MORTAR
The plaster coating should be applied after the walls
set, shrink and dry. The corners must be embedded
with cement or cement-lime mortar. The plaster should
be applied mechanically with plastering equipment.
The amount of water should be determined
experimentally, depending on the type of the
plastering equipment and desired consistency of
mortar. In the case of manual application, pour the
package content into cold water in a proportion of 0,18
to 0,2 litres of water per a 1 kg of powder and mix
thoroughly.
APPLICATION
The plaster should be applied onto wet and bonded
rendering with appropriate tools and processed during
the initial bonding phase. The processing depends on
the type of substrate and temperature. The fresh
plaster should be protected against adverse weather
conditions (strong wind, sun, rain, frost) and drying too
fast. Capacity: approx. 1.6 kg/m2/1mm. Temperature of
application and substrate +5°C÷ +25°C.
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CEKOL ZT-02 Cement-lime render

TECHNICAL DATA

Meets requirements EN-998-1 GP CSII W1

Reaction to fire A1

Water absorption W1

Compression strength ≥2 N/mm²

Adhesion ≥0.3 N/mm², FP-b

Vapour permeability coefficient 6/22

Thermal conductivity coefficient 0.51
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CEKOL BC-52
White cement

• crisp white
• for manufacturing various types of mortars

PROPERTIES

White cement is a hydraulic mineral binder used to
create mortars for indoor and outdoor use. It is
characterised by a low alkalis content, high resistance
to sulphates and low chromate content ≤ 2 mg/kg.

 

INSTRUCTION FOR USE

APPLICATIONS
White cement is a perfect binder for the production of
various types of building mortars such as patching
mortars, plasters, adhesives, grouting mortars and for
the production of concrete, cobblestone, etc. Thanks to
the high level of whiteness it is especially
recommended for dyed products. Aggregates of
suitable quality should be used for the production of
dyed products (e.g. light quartz sands, white marble
aggregates, etc.)
WORKING CONDITIONS
In order to obtain a reproducible colour, it is necessary
to maintain constant ratio of the ingredients in each
mixed portion. During finishing works with white
cement clean water from water supply and clean tools,
preferably of stainless steel, should be used.
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CEKOL BC-52 White cement

TECHNICAL DATA

Meets requirements EN 197-1: 2011

Type CEM I 52.5 R – SR5

Compression strength after: 2 days /28 days ≥ 30.0 MPa /≥ 52.5 MPa

Initial bonding time ≥ 45 min

Insoluble residue ≤ 5.0 %

Loss on ignition ≤ 5.0 %

Chloride content ≤ 0.10 %
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CEKOL MS-02
Bonding compound

• Improved adhesion
• Excellent for OSB
• Highly flexible
• Ready for use

ELASTIC BONDING PLASTER

• CEKOL MS-02 is a ready-to-use plaster compound
designed for performing bases on difficult, deformable
substrates before smoothing and glueing tiles.
• It is recommended especially for wood bases, such
as chipboard, OSB, plywood panels or planks.
• CEKOL MS-02 can also be used on concrete and
plaster substrates, plasterboard panels, seasoned
cement-lime plasters, as well as acrylic paint coats
characterised by an adequate adhesion to the
substrate.
• It is characterised by increased strength and high
flexibility due to the fibre content.
• It is perfect for the so-called moving substrates.
• Intended for indoor use.

INSTRUCTIONS FOR USE

PREPARATION OF THE SUBSTRATE
Using a spatula, remove the remains of emulsion and
oil paints, and loose grains of sand. The substrate
should be clean, tight and free of grease.
PRIMING THE SUBSTRATE
Highly absorbent substrates should be primed with a
deep penetrating primer CEKOL DL-80.
PREPARATION OF THE PLASTER
The plaster compound is ready to use.
APPLICATION OF THE MORTAR COMPOUND
The product should be applied to the surface using
tools made of stainless steel. The next layer can be
applied after the first one dries. The thickness of the
layer should be max. 10 mm. Capacity: approx. 1.5
kg/m2 per 1 mm of layer thickness. Drying time:
depends on the layer thickness and ambient
conditions: approx. 6 hours with the layer thickness of
about 1 mm (at the temperature of approx. 22ºC and
air humidity of 30%). Drying time for thicker joints can
be extended; depending on the temperature and
humidity, it can be up to 2-3 days. Temperature of
application and substrate: +5ºC to +30ºC.
FURTHER WORK
After the initial hardening, it is possible to make
adjustments using a sanding screen or sandpaper. Due
to the presence of fibres, the surface obtained is not
entirely smooth. For the final layer, it is recommended
to use polymer coats of the Finisz type, such as CEKOL
C-45 Finisz, CEKOL A-45 Finisz or CEKOL B-45 Finisz. In
the case of glueing ceramic tiles to wood bases, use an
appropriate deformable adhesive, such as CEKOL
CS-12, and glue the tiles by applying the adhesive on
both the substrate and the tile.
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CEKOL MS-02 Bonding compound

TECHNICAL DATA

The thickness of the layer should be max. 10 mm.

Capacity: approx. 1.5 kg/m2 per 1 mm of layer thickness

Drying time: depends on the layer thickness and
ambient conditions

approx. 6 hours with the layer thickness of about 1 mm
(at the temperature of approx. 22ºC and air humidity
of 30%)

drying time for thicker joints can be extended;
depending on the temperature and humidity, it can be
up to 2-3 days

Temperature of application and substrate +5ºC to +30ºC.

The product has a hygienic approval
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CEKOL T-60-A
Binding compound

• Joining old and new concrete
• Hight yield
• Manual application

 CEDAT Sp. z o.o., ul. Budowlanych 19, 80-298 Gdansk | tel. +48 58 768 21 01 | fax:+48 58 768 21 40 | INFOLINIA 0 801 623 565 w godz. 8-18 120/124 



APPLICATION AND PROPERTIES

CEKOL T-60-A is a dry mixture for creating a contact
layer of 1-3 mm thickness while combining old and new
concrete both in indoor and outdoor use. T-60-A is a
dry mixture of cement, fillers, and modifying
substances, intended for creating a mortar increasing
the adhesion of the new concrete to the repaired
substrate. The repair of a concrete surface should be
carried out with a 'WET IN WET" method, i.e. before
bonding CEKOL T-60-A, it should be covered with a
layer of the new concrete or the repair mortar, e.g.
CEKOL ZW-04.

INSTRUCTION FOR USE

PREPARATION OF THE SUBSTRATE


· remove any remaining protective coatings, laitance,
and surface impurities,remove any loosely bound
concrete layers, forge and
· remove concrete cover of the rusty reinforcement
bars on the half or the whole of the bar girth,
depending on the level of rustiness,
· clean the exposed reinforcement bars from rust to
the degree of purity Sa 2 1/2, pursuant to PN-EN ISO
8501-2.
· preparation of the substrate: The substrate to be
repaired should be thoroughly saturated with water.
Intensive saturation should be carried out 24 h before
the scheduled repair. Immediately prior to the repair,
the substrate should be matt and wet.


The substrate to be repaired should be thoroughly
saturated with water. Intensive saturation should be
carried out 24 h before the scheduled repair.
Immediately prior to the repair, the substrate should be
matt and wet.
PREPARATION OF THE MIXTURE
Mix CEKOL T-60-A with water in the proportion of 0.25
litre of water per 1 kg of dry powder. The dry mixture
should be gradually added to the measured amount of
water and mixed thoroughly with a slow speed mixer.
APPLICATION OF THE MIXTURE
After the mixing, the fresh mortar should be left for
approx. 15 minutes and then stirred again. Apply a
bonding layer of 1-3 mm thickness to the
reinforcement steel protected against corrosion and
the prepared concrete surface. The mortar should be
applied with a hard brush or wax, thoroughly covering
the concrete surface. Take particular notice of
thoroughly filling in pores, irregularities, and gaps. A
fresh mortar is suitable for use within 0.5-2 h
(depending on the substrate and ambient
temperature). Start applying the new concrete
immediately or after a light concentration of the
bonding layer; however, it is very important that this
layer should be fresh and moist. Capacity ~ 1.7 kg/m2
per 1 mm of layer thickness. Work temperature
+5°C÷ +25°C.
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CEKOL T-60-A Binding compound

TECHNICAL DATA

Meets requirements EN 1504-3 Product for non-structural repairs of conrete
(hydraulic cement mortar)

Compression strength Class R2

Chloride ion content ≤ 0.05%

Adhesion ≥ 0.8 MPa

Thermal compatibility ≥ 0.8 MPa

Capillary absorption ≤ 0.5 kg m-2 h0.5

Reaction to fire A2/A2fl
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CEKOL ZL-81
Compound for surface
protection against oil
absorption

• Protection of mineral substrates against water and oil permeability

APPLICATION AND PROPERTIES
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