T  DECLARATION OF PERFORMANCE
R Edm“ ~ NoT60-A

Unigue ident_vﬁcation co;:le of the Dro'duct—t:me:
| CEKOL T-60-A , Class R2

| Intendent use or uses:

Binding compound use for repair of concrete. Non-structural repair.

Manufacturer:

' CEDAT Spétka z 0.0., 80-298 Gdansk, ul. Budowlanych 19, tel. +48 58 768 21 01, e-mail: technologia@cekol.pl

Authorised representative: not applicable

System/s of AVCP:

System 3

Harmonised standard:

EN 1504-3:2005 Products and systems for the protection and repair of concrete structures — Definitions,
requirements, quality control and evaluation of conformity — Part 3: Structural and non-structural repair.

Notified body or bodies:
Instytut Techniki Budowlanej, Warszawa, 1488

Declared performance/s:

. Harmonised technical
Essential characteristics Performance .
specification
Flexural strength Class R2 = 15 N/mm?
Content of chloride £0,05%
Adhesion 20,8 N/mm?
Limited shrinkage/swelling NPD
Resistance to carbonation NPD
Moduluds of elasticity NPD
EN 1504-3:2005
Thermal compatibility 2 0,8 N/mm?
Slip resistance NPD
Coefficient of thermal expansion NPD
Capillary absorption < 0,50 kg/m?-min®5
Reaction to fire A2/A2;
Hazardous substances Contains cement

The performance of the product identified above is in conformity with the set of declared performance/s. This declaration of performance is issued,
in accordance with Regulation (EU) No 305/2011, under the sole responsibility of the manufacturer identified above.

Signed for and on behalf of the manufacturer by: Anna Gutek, Director of Quality Control

EKTOR
Gdaﬁsk,‘:‘i‘?.-..’.,?‘?.'.'?ga/ 3 DKC\;NB wAKO$C| d
(Place and date of issue)

Wydanie 1/2019/E : mgr inz. Anna Gutek




